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QUESTION 1

Reconnaissance Policies can be applied to which of the following sensor nodes? 

A. Sensor name node only 

B. Sensor interface node only 

C. Sensor sub-interface node only 

D. Sensor name, interface and sub-interface node 

Correct Answer: A 

 

QUESTION 2

Which type of NAC configuration allows a host to be subjected to both DHCP and IBAC based NAC when configured on
different ports? 

A. Integrated 

B. DHCP 

C. Health-based 

D. Hybrid 

Correct Answer: D 

 

QUESTION 3

________________allows a host to be subjected to both DHCP based NAC and Identity Based Access Control when
configured on different ports. 

A. Integrated NAC 

B. DHCP based NAC 

C. Hybrid NAC 

D. Health based NAC 

Correct Answer: C 

 

QUESTION 4

In double VLAN tagging, a second VLAN tag that is inserted into the frame is referred to as which of the following? 

A. Customer Identification tag (CD) 
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B. VLAN Identification tag (VID) 

C. Outer Identification tag (OID) 

D. Inner Identification tag (HD) 

Correct Answer: A 

 

QUESTION 5

Which command is used to manually download signature tiles from the tftpserver when connectivity to the Manager is
not available? 

A. Loadimage WORD 

B. Loadconfig WORD 

C. Loadconfiguration WORD 

D. Loadsigset WORD 

Correct Answer: C 
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