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QUESTION 1

The first line of a script is: 

#.\\' /us r/bin /perl 

What will this do when the script is run? 

A. It will interpret the script using Perl. 

B. It will load environment variables in the /usr/bin/perl file. 

C. It will execute the file /usr/bin/perl before executing the script. 

D. It will set the value of the "perl" environment variable to the empty string 

Correct Answer: A 

 

QUESTION 2

How can ssh access to an AIX 7 system be restricted to the 192.168.0.1/24 subnet? 

A. Option A 

B. Option B 

C. Option C 

D. Option D 

Correct Answer: C 

 

QUESTION 3
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When updating a device attribute utilizing the -P flag with the chdev command, which of the following is true? 

A. The device attribute will be updated for the parent of the device specified. 

B. The device attribute is updated forcibly and will result in the device changing to the defined state. 

C. The device attribute is updated immediately and will not be maintained after the next system boot. 

D. The device attribute is updated only in the ODM and does nottake affect until after the next system boot. 

Correct Answer: D 

 

QUESTION 4

What speed and duplex attributes should configured on a virtual Ethernet adapter? 

A. 1000/Full 

B. Auto/Auto 

C. 10000/Full 

D. Default/Default 

Correct Answer: C 

 

QUESTION 5

How can an administrator configure the storage on anAIX system, with no single points of failure in the disk storage, for
a database volume group? 

A. Assign virtual storage through a VIO Server. 

B. Configure two local SAS adapters and use RAID-1. 

C. Configure a local SAS adapter and use RAID-5 with a hotspare. 

D. Configure a 2-port HBA adapter with redundant paths to SAN storage. 

Correct Answer: B 
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