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QUESTION 1

A customer is preparing to deploy VMware Kubernetes on an NSX-T Data Center. 

What is the minimum MTU size for the UPLINK profile? 

A. 1600 

B. 1650 

C. 1550 

D. 1500 

Correct Answer: A 

 

 

QUESTION 2

Which security feature on Tier-1 Gateways helps limit malicious traffic? 

A. Unicast Reverse Path Forwarding (URPF) 

B. Centralized Service Port (CSP) 

C. Promiscuous Mode 

D. Reverse Path Forwarding (RPF) 

Correct Answer: A 

Reference: https://docs.vmware.com/en/VMware-NSX-T-Data-Center/2.4/nsxt_24_admin.pdf 

 

QUESTION 3

Which three hardware-based offloads provide maximum performance for physical network interface cards? (Choose
three.) 

A. Netfilter Flow Offload (NFO) 

B. Priority Flow Control (PFC) 

C. Receive Side Scaling (RSS) 

D. TCP Segmentation Offload (TSO) 

E. Source Route Bridging (SRB) 

F. Large Receive Offload (LRO) 
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Correct Answer: CDF 

 

 

QUESTION 4

Refer to the exhibit. 

The Node Status for all hosts in the SA-Compute-01 cluster Is shown as Not Configured. There are no 

VM connectivity issues reported on any of the ESXI transport nodes. Which service must be restarted to fix the issue? 

A. nsx-mpa service on the ESXi transport nodes 

B. nsx-policy-manager service on NSX Manager 

C. nsx-mpa-api service on NSX Manager 

D. cm-inventory service on NSX Manager 

Correct Answer: D 

 

 

QUESTION 5

Which TraceFlow traffic type should an NSX administrator use for validating connectivity between App and DB virtual
machines that reside on different segments? 

A. Multicast 

B. Anycast 

C. Broadcast 

D. Unicast 

Correct Answer: C 

Reference: https://images.nsx.techzone.vmware.com/sites/default/files/NSX-T%20Reference%20Design%
20Guide%20Version%202.0.pdf 
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