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QUESTION 1

-- Exhibit 

-- Exhibit -Refer to the exhibit. 

An LTM Specialist is investigating reports that users are unable to perform some commands through an FTP virtual
server. The LTM Specialist performs a capture on the server side of the LTM device. 

What is the issue with the application? 

A. data connection failing 

B. LIST command disallowed 

C. PORT command disallowed 

D. command connection failing 

Correct Answer: A 

 

QUESTION 2

An LTM Specialist needs to rewrite text within an HTML response from a web server. A client is sending the following
HTTP request: GET / HTTP/1.1 Host: www.example.com User-Agent: Mozilla/5.0 (Windows NT 6.1; WOW64; rv:16.0)
Gecko/20100101 Firefox/16.0 Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8 Accept-LanguagE.
en-US,en;q=0.5 

Accept-EncodinG. gzip, deflate Cache-Control: no-cache Connection: keep-alive CookiE. somecookie=1 

HTTP/1.1 200 OK Server: Apache/2.2.15 (Unix) Last-ModifieD. Wed, 12 Aug 2009 00:00:30 GMT Accept-Ranges: bytes
Content-LengtH. 1063 X-Cnection: close Content-TypE. text/html; charset=UTF-8 Vary: Accept-Encoding Content-
EncodinG. gzip Connection: Keep-Alive 

Although a stream profile has been added to the virtual server, the content within the HTTP response is NOT being
matched and therefore NOT modified. 

Which header field is contributing to the issue? 

A. HTTP Method 

B. Cookie content 

C. User-Agent Value 
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D. Accept-Encoding header 

Correct Answer: D 

 

QUESTION 3

-- Exhibit 
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-- Exhibit -

Refer to the exhibits. 
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An LTM Specialist has configured a virtual server to distribute connections to a pool of application servers and to offload
SSL processing. The application fails to work as expected when connecting to the virtual server. It does work when 

clients connect directly to the application. Two packet captures were taken at the application server. 

What is the root cause of the problem? 

A. The application servers are NOT listening on port 80. 

B. The LTM device is sending non-SSL traffic to an SSL port. 

C. The virtual server does NOT have a clientSSL profile assigned. 

D. The SSL handshake between the LTM device and the server is failing. 

Correct Answer: B 

 

QUESTION 4

An LTM device is running BIG-IP v10.2.0 software. The LTM Specialist is tasked with upgrading the LTM device to BIG-
IP v11.2.0 HF1. The LTM Specialist starts the upgrade process by selecting the uploaded Hotfix and installing to an
unused volume. After 10 minutes, the LTM Specialist checks the status of the upgrade process and notices that the
process is stalled at 0%. 

What should the LTM Specialist verify? 

A. the selected volume has sufficient space available 

B. the base software version exists on the LTM device 

C. the LTM device has been restarted into maintenance mode 

D. the LTM device has an available Internet connection via the management interface 

Correct Answer: B 

 

QUESTION 5

An LTM device is monitoring pool members on port 80. The LTM device is using an HTTP monitor with a send string of
GET / and a blank receive string. What would cause the pool members to be marked down? 

A. A pool member responds with an HTTP 200 series response code. 

B. A pool member responds with an HTTP 300 series response code. 

C. A pool member responds with an HTTP 400 series response code. 

D. A pool member responds with an HTTP 500 series response code. 

E. A pool member does NOT acknowledge the connection SYN on port 80. 
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Correct Answer: E 
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