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QUESTION 1

Based on the information shown in the exhibit, what type of handover is performed when the UE moves from eNodeB2
to eNodeB4? 

A. X2-based handover without SGW relocation 

B. X2-based handover with SGW relocation 

C. X2-based handover with MME relocation 

D. S1-based handover with SGW relocation 

E. S1-based handover with MME relocation 

Correct Answer: B 

 

QUESTION 2

Which of the following statements is FALSE regarding the PGW? 
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A. The PGW terminates the IP sessions from a UE. 

B. The PGW enforces PCC rules and QoS policies. 

C. The PGW may provide gating control for user traffic. 

D. A UE may be served by only one PGW. 

E. A UE may receive more than one IP address from the PGW. 

Correct Answer: D 

 

QUESTION 3

Which of the following statements is FALSE regarding the triggers of the Tracking Area Update (TAU) messages? 

A. A TAU is sent when an active UE moves into a new TA that is not in the UE\\'s current Tracking Area Identity (TAI)
list. 

B. A TAU is sent when a UE moves from the 2G/3G network back to the LTE network. 

C. A TAU is sent when an idle UE moves into a new TA that is not in the UE\\'s current TAI list. 

D. A TAU is required to be sent periodically. 

E. A TAU is never required as long as an idle UE stays in the same TA. 

Correct Answer: E 

 

QUESTION 4

The S5 is the interface used for the communication between the SGW and the PGW. Which of the following transport
protocols is used by this interface? 

A. GTP/TCP 

B. GTP/UDP 

C. GTP/IP 

D. GTP/SCTP 

E. None of the above answers are correct 

Correct Answer: B 

 

QUESTION 5

Which entity decides when a handover procedure needs to be performed? 

A. The UE. 
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B. The source eNodeB. 

C. The target eNodeB. 

D. The MME. 

E. The SGW. 

Correct Answer: B 
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