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QUESTION 1

The exhibit below illustrates signaling messages exchanged during a 5GS to EPS Handover procedure using N26.
Which information is NOT provided to AMF in step 6 for a PDU session that supports interworking? 

A. PGW-U indirect data forwarding tunnel info for the corresponding PDN connection 

B. PGW-C S5-C tunnel info for the corresponding PDN connection 

C. PGW-U S5-U tunnel info for each EPS bearer 

D. EPS bearer ID and QoS parameters for each EPS bearer 

Correct Answer: D 

 

 

QUESTION 2

Which of the following statements about 5G QoS Flows is FALSE? 

A. A QoS Flow is the finest granularity of QoS differentiation within a PDU session. 

B. A PDU session has one or more QoS Flows. 

C. All QoS Flows of a PDU session are served by a single N3 GTP-U tunnel. 

D. Each QoS Flow is served by a dedicated data radio bearer. 

Correct Answer: D 
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QUESTION 3

Which of the following statements most accurately describes the SDF templates used in 5G? 

A. SDF templates are used by UE to map uplink traffic to QoS Flows. 

B. SDF templates are used by NG-RAN to map QoS Flows to data radio bearers. 

C. SDF templates are used by NG-RAN to map QoS Flows to N3 GTP-U tunnels. 

D. SDF templates are used by UPF to map downlink traffic to QoS Flows. 

Correct Answer: D 

Reference: https://ec.europa.eu/research/participants/documents/downloadPublic?
documentIds=080166e5b9aa8c49andappId=PPGMS 

 

QUESTION 4

Which of the following statements about 5GS PDU sessions is FALSE? 

A. A PDU session allows for the exchange of PDUs between UE and a data network. 

B. A PDU session contains one single dedicated radio bearer and one or more N3 GTP-U tunnels. 

C. A PDU session has one default QoS flow and can have multiple non-default QoS flows. 

D. A PDU session has one or more UPFs acting as PDU session anchors. 

Correct Answer: B 

 

 

QUESTION 5

Which of the following 5GS reference points is used for control plane signaling? 

A. N3 

B. N4 

C. N6 

D. N9 

Correct Answer: A 
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