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QUESTION 1

As a network administrator, you should know the features of H.323 gatekeeper. Which H.323 gatekeeper feature allows
calls to be routed to a specific zone, regardless of the zone prefix in the address? 

A. Technology prefix with hop-off 

B. Default technology prefix 

C. E.164 registration 

D. Subnet scoping 

Correct Answer: A 

 

 

QUESTION 2

Refer to the exhibit. 

The Cisco Unified Communications Manager server 10.10.10.100 is not showing the conference bridge registered. A
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second server 10.10.10.101 exists in the Cisco Unified CM cluster. Which option is the most important gateway change
needed to register the hardware conference bridge with the Cisco Unified Communications Manager cluster? 

A. Add the command sccp ccm 10.10.10.101 identifier 2 version 5.0.1. 

B. Add the command sccp. 

C. Add the command sip. 

D. Create a VoIP dial peer from the gateway to the Cisco Unified Communications Manager server of 10.10.10.100. 

Correct Answer: B 

 

 

QUESTION 3

You must integrate a third-party H.323 system with your existing Cisco Unified Communications Manager cluster. When
you create an H.323 trunk from the cluster, calls from the cluster to the third- party H.323 system are failing. The vendor 

of the third-party H.323 device has confirmed that the 323 call setup time must be reduced. 

Which two approaches reduce the call setup time from Cisco Unified Communications Manager to the third-party H.323
device? (Choose two.) 

A. Implement a software MTP. 

B. Implement a hardware MTP. 

C. Implement transcoding with the router DSP resources. 

D. Implement transcoding with the Cisco Unified Communications Manager resources. 

Correct Answer: AB 

 

 

QUESTION 4

You have been employed as a network technician in a middle-sized company. Suppose that the default dial peer is
matched. Please choose a capability that you must configure. 

A. disable DID 

B. invoke a Tcl application 

C. enable dtmf-relay 

D. disable VAD 

Correct Answer: A 

 

642-427 PDF Dumps | 642-427 VCE Dumps | 642-427 Practice Test                                3 / 5

https://www.pass4lead.com/642-427.html
https://www.pass4lead.com/642-427.html
https://www.pass4lead.com/642-427.html


https://www.pass4lead.com/642-427.html
2022 Latest pass4lead 642-427 PDF and VCE dumps Download

 

QUESTION 5

Users are complaining that they hear echo when they place calls to the PSTN through the HQ_PSTN gateway. The
voice port configuration for the gateway is as follows: 

voice-port 1/0:23 input gain -1 output attenuation 1 echo-cancel erl worst-case 3 

Why are users hearing echo? Select the best response. 

A. The echo canceller is functioning properly and some echo is to be expected on every call. 

B. The actual ERL is 2dB; however, the echo canceller still does not acknowledge the input signal as echo because it is
lower than the echo-cancel erl worst-case 3 command. 

C. The echo canceller should be configured so that SIN and SOUT have a 2 dB difference in order to function properly. 

D. InSignalLevel needs to be adjusted so that it is within the range from -20 dB to -25 dB 

Correct Answer: B 
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