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QUESTION 1

What is the maximum bandwidth that a switched fabric can reach? 

A. Link rate times 128 

B. Link rate times 2 

C. Link rate times 256 

D. Link rate times number of ports 

Correct Answer: D 

 

QUESTION 2

What are the four architecture layers of ARPA? 

A. Application, Network, Data link, Physical 

B. Application, Presentation, Network, Physical 

C. Application, Session, Transport, Network interface 

D. Application, Transport, Network, Network Interface 

Correct Answer: D 

 

QUESTION 3

Click the Exhibit button. Which type of connector is the pictured component known as? ** Exhibit Missing** 

A. FC connector 

B. LC connector 

C. RJFC connector 

D. SC connector 

Correct Answer: B 

 

QUESTION 4

When configuring a VSAN on an MDS-Series switch, multiple switches can be added to a VSAN in one step using
which MDS-Series management tool? 

A. MDS-series Manager 
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B. Device Manager 

C. Fabric Manager 

D. VSAN Manager 

Correct Answer: C 

 

QUESTION 5

What is required for accessing SAN Advisor remotely? 

A. EMC Control Center SAN Advisor client must be installed on the local host. 

B. EMC Control Center SAN Advisor service must be running on the SAN AdvisorServer. 

C. EMC SAN Advisor Host Agent must be running on the local host. 

D. EMC SAN Advisor Remote Access Agent must be running on the SAN AdvisorServer. 

Correct Answer: B 
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