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QUESTION 1

Which command line interface connection does an MDS-Series switch support? 

A. Telnet and Terminal Service 

B. Telnet and Remote Login 

C. Telnet and Remote Shell 

D. Telnet and Secure Shell 

Correct Answer: D 

 

QUESTION 2

What are the four architecture layers of ARPA? 

A. Application, Network, Data link, Physical 

B. Application, Presentation, Network, Physical 

C. Application, Session, Transport, Network interface 

D. Application, Transport, Network, Network Interface 

Correct Answer: D 

 

QUESTION 3

Which non-secure protocol could be used to accomplish uploading/downloading of data files and images (for example,
firmware) to IP and FC switches? 

A. SFTP 

B. SSH 

C. TELNET 

D. TFTP 

Correct Answer: D 

 

QUESTION 4

Which layer of the ARPA architecture does UDP represent? 

A. Application layer 
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B. Network Interface layer 

C. Network layer 

D. Transport layer 

Correct Answer: D 

 

QUESTION 5

To create a Navisphere security file which arguments must be added to the naviseccli-AddUserSecurity command? 

A. -host "ip address of privilege host" -scope 0 -user "username" 

B. -host "ip address of privilege host" -scope 1 -user "username" 

C. -password "password" -scope 0 user "username" 

D. -password "password" -scope 1 user "username" 

Correct Answer: C 
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