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QUESTION 1

Refer to the exhibit. 

Displayed is a single VNX X-Blade in a DME. What does the indicated number 2 refer to on the numeric display? 

A. The DME Enclosure number 

B. The X-Blade number 

C. The LCC Enclosure ID 

D. The LCC Bus ID 

Correct Answer: A 

 

 

QUESTION 2

When configuring a thin LUN what option must be selected? 

A. Thin box in the Create LUN menu must be checked 

B. Private RAID group must be selected in the Create LUN menu 

C. LUN Name must be assigned in the Create LUN menu 

D. RAID group must be selected in the Create LUN menu 

Correct Answer: A 

 

 

QUESTION 3

Which condition would prevent a VNX SnapSure baseline snapshot from being refreshed? 

A. When the baseline snapshot refresh is not supported. 
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B. When an existing, writeable snapshot is present 

C. When the baseline snapshot has not been unmounted first. 

D. When the SavVol cannot be auto-extended. 

Correct Answer: B 

Explanation: 

. Any writeable snapshot must be deleted before the baseline is deleted. Writeable snapshots and their 

baselines cannot be refreshed or be part of a snapshot schedule. 

 

QUESTION 4

Which criterion must be met before executing the storagepool destroy command with Navisphere Secure CLI? 

A. Complete removal of all LUNs from the pool 

B. Complete removal of unused LUNs from the pool 

C. Complete removal of large LUNs from the pool 

D. Complete removal of empty LUNs from the pool 

Correct Answer: C 

 

 

QUESTION 5

What is the minimum number of CPLs required to create eight clone groups on a VNX? 

A. 1 

B. 2 

C. 4 

D. 8 

Correct Answer: B 
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