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QUESTION 1

Which level of granularity is used by Dell EMC Avamar to identify duplicate or redundant data? 

A. Variable block 

B. Fixed price 

C. Sub-file 

D. Files 

Correct Answer: C 

 

QUESTION 2

A company has requested that a Dell EMC Avamar Administrator console be installed on a server so that an Avamar
server can be managed in a high security environment. 

Since firewalls are in use, which port will require a rule so that the Avamar server and Administrator console can
communicate? 

A. 443 

B. 5555 

C. 7778 

D. 28002 

Correct Answer: C 

Reference: https://www.emc.com/collateral/TechnicalDocument/docu89848.pdf 

 

QUESTION 3

Which port on the Avamar server does the client connect to when performing a backup with no encryption? 

A. 28001 

B. 28002 

C. 29000 

D. 27000 

Correct Answer: D 

 

QUESTION 4
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In a Dell EMC Avamar server rack architecture, where are the utility node and two internal switches located? 

A. Utility node is at the bottom of the rack, the two internal switches are at the top of the rack 

B. Utility node is at the top of the rack, the two internal switches are at the bottom of the rack 

C. Two internal switches are at the top of the rack, the utility node is above the spare node at the center of the rack 

D. One internal switch is installed at the top of the rack, with the second switch above the utility node which is at the
bottom of the rack 

Correct Answer: A 

Reference: https://www.dell.com/community/Avamar/Avamar-Internal-Switches/td-p/7066677 

 

QUESTION 5

When fully configured and enabled in its default configuration, how frequently does the EMC Avamar Email Home
feature send information to EMC? 

A. Twice a day 

B. Once an hour 

C. Once a day 

D. Twice an hour 

Correct Answer: A 
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