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QUESTION 1

Which three statements apply to NearStore Personality license? (Choose three.) 

A. It increases the storage capacity. 

B. It converts the destination storage system to a NearStore system. 

C. It requires the nearstore_option license on the destination storage system. 

D. It provides increased concurrent streams when the storage systems are used as destinations for SnapMirror and
SnapVault transfers. 

Correct Answer: BCD 

 

QUESTION 2

Which NetApp Storage Tier component works aggregate-wide on a FAS controller? 

A. Flash Pool 

B. Flash Disk 

C. Flash Cache 

D. Flash Accel 

E. Flash IO 

Correct Answer: A 

http://www.netapp.com/us/system/pdf-reader.aspx?m=ds-3177-0512.pdfandcc=us http://www.netapp.com/
us/products/platform-os/flashpool.aspx Flash Pool utilizes SSDs to enhance performance of disk aggregates. Flash
Cache is a 

controller-attached PCIe intelligent caching solution. 

Flash Accel is a host-attached caching solution. 

Flash Disk and Flash IO are ambiguous terms. 

 

QUESTION 3

Which two statements are true of the cf forcetakeover -d command? (Choose two.) 

A. Mirrored volumes are implicitly split. 

B. Partner mailboxes must be available. 

C. The failed cluster node is powered off automatically. 
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D. The surviving cluster node takes over the functions of the failed partner. 

Correct Answer: AD 

https://communities.netapp.com/servlet/JiveServlet/previewBody/4803-102-1-6405/tr-3548.pdf 

It is important to remember that this is the case only when a complete site is lost. In the case of a failed controller at one
of the sites, a normal cluster failover occurs. Due to the operation of SyncMirror, there is also added protection from
multidrive or complete shelf failures. When a storage controller fails in an active-active configuration, the partner detects
the failure and automatically (if enabled) performs a takeover of the dataserving responsibilities from the failed
controller. Part of this process relies on the surviving controller being able to read information from the disks on the
failed controller. If this quorum of disks is not available, then automatic takeover won\\'t be performed. In a MetroCluster
configuration, manually executing a single command will allow a takeover to occur in spite of the lack of a quorum of
disks. This "forced takeover" process breaks the mirrored relationships in order to bring the failed controller\\'s volumes
on line. 

forcetakeover -d is very dangerous. Not only can it cause data corruption, if not used carefully, it can also lead to a
situation where both the node and its partner are operational (split brain). As such, it should only be used as a means of
last resort when the takeover and forcetakeover commands are unsuccessful in achieving a takeover. The operator
must ensure that the partner node does not become operational at any time while a node is in a takeover mode initiated
by the use of this command. In conjunction with RAID mirroring, it can allow recovery from a disaster when the two
nodes in the HA pair are located at two distant sites. 

 

QUESTION 4

Five minutes ago, you performed a single file SnapRestore on a large NFS file. 40% of your NFS users are now
complaining about getting "stale file handles" for the file. Which is the most likely cause of this problem, and the best
procedure 

to correct it? 

A. This might be due to an NFS storage system and client mismatch. Check to see that these users have the same
version of the NFS client that existed at the time the snapshot was taken. 

B. NFS users why try to access a reverted file without first reopening it might get a "stale file handle" error message.
Have the users try to reopen the file and see if the problem is resolved. 

C. After a single file SnapRestore, NFS users have to reboot their systems. Have them reboot their systems. 

D. These users are on a different subnet from the others. Start troubleshooting by checking their subnet. 

Correct Answer: B 

https://library.netapp.com/ecmdocs/ECMP1196991/html/GUID-35C9A4BA-02BA-4965-A366- 698C1299E29D.html 

Reverting a file to a selected Snapshot copy Using snap restore to revert a single file to a selected Snapshot copy is
practical when the file is so large that you cannot copy the previous file version from the Snapshot copy to the active file
system. Before you begin Ensure that you notify the network users before reverting a file so that they know that the
current data in the file will be replaced by that of the selected Snapshot copy. 

Note: NFS users who try to access a reverted file without first reopening it might get a stale file handle error message
after the volume reversion. 
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QUESTION 5

You can avoid data corruption when you issue the cf forcetakeover -d command if the remote node is ________. 

A. in a giveback mode 

B. fenced off manually 

C. powered on and accessible 

D. powered off and inaccessible 

Correct Answer: D 
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