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QUESTION 1

Referring to the above screen capture, on which controller can you modify APs configuration to enable ARM? 

A. Controller 10.1.10.100 only 

B. Controller 10.1.20.100 and 10.254.1.3 only 

C. All three Controllers 

D. None of the Controllers 

E. On Controllers where ARM is enabled 

Correct Answer: A 

 

QUESTION 2

An Aruba Controller is configured with VLAN 1, 5, 200, and 4095. All VLANs have IP addresses assigned. Which is the
default management VLAN on the Aruba controller? 

A. VLAN 5 

B. VLAN 1 

C. VLAN 200 

D. None, it must be defined 

E. VLAN 4095 

Correct Answer: B 

 

QUESTION 3

Which parameter(s) does a Master controller use to determine where a provisioned AP should terminate its GRE
tunnel? 

A. the IP address of the AP 
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B. the MAC address of the AP 

C. the IP address of the switch nearest to the AP 

D. the name and group settings of the AP 

E. the VLAN the AP is attached to 

Correct Answer: D 

 

QUESTION 4

In the above diagram, the system shows two Aruba access points. Which VLANs must be configured on trunk link D
between the router and Aruba controller to support wireless users when the controller is provisioned for L2 operations? 

A. 10, 101 and 102 

B. 101 and 102 

C. 101, 102 and 103 

D. 10, 101, 102 and 103 

E. 10 and 103 

Correct Answer: A 
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QUESTION 5

What is the blacklist default time? 

A. 30seconds 

B. 1800 seconds 

C. 3600 seconds 

D. No default time, it must be done manually 

E. 1 day 

Correct Answer: C 

Latest ACMP_6.4 Dumps ACMP_6.4 Practice Test ACMP_6.4 Braindumps

Powered by TCPDF (www.tcpdf.org)

Latest ACMP_6.4 Dumps | ACMP_6.4 Practice Test | ACMP_6.4 Braindumps                                4 / 4

https://www.pass2lead.com/acmp_6-4.html
https://www.pass2lead.com/acmp_6-4.html
https://www.pass2lead.com/acmp_6-4.html
http://www.tcpdf.org
https://www.pass2lead.com/acmp_6-4.html
https://www.pass2lead.com/acmp_6-4.html
https://www.pass2lead.com/acmp_6-4.html

