
https://www.pass2lead.com/c1000-031.html
2024 Latest pass2lead C1000-031 PDF and VCE dumps Download

 

 

 

C1000-031Q&As

IBM Power Systems Scale-Up Technical Sales

Pass IBM C1000-031 Exam with 100% Guarantee

Free Download Real Questions & Answers PDF and VCE file from:

https://www.pass2lead.com/c1000-031.html

100% Passing Guarantee
100% Money Back Assurance

Following Questions and Answers are all new published by IBM Official
Exam Center

 

 

C1000-031 Practice Test | C1000-031 Exam Questions | C1000-031 Braindumps                                1 / 3

https://www.pass2lead.com/c1000-031.html
https://www.pass2lead.com/c1000-031.html
https://www.pass2lead.com/c1000-031.html


https://www.pass2lead.com/c1000-031.html
2024 Latest pass2lead C1000-031 PDF and VCE dumps Download

QUESTION 1

Which of the following statements is true regarding Power Enterprise Pools? 

A. The XML configuration file can be downloaded from the ESS (My Entitled Systems Support) web site. 

B. One Enterprise pool can contain the following machine types: Power Systems E870, E870C, E880C, and E980. 

C. Mobile activations can be moved within a pool at any time, without contacting IBM. 

D. A minimum of 75% of a system\\'s memory activation can be mobile. 

Correct Answer: C 

Reference: https://www-01.ibm.com/support/docview.wss?uid=nas8N1022430 

 

QUESTION 2

What are IBM\\'s recommended best practices for racking and cabling on the IBM Power System E980? 

A. Use the eight inch rack rear expansion. 

B. Place the PDUs in the rack\\'s vertical side pockets. 

C. Use the acoustic rack doors to minimize floor space and protect operator hearing. 

D. Locate the EXP24S SAS drawers in a different rack from the node of PCIe I/O drawer containing the SAS adapters
running them. 

Correct Answer: C 

 

QUESTION 3

A customer requires that each client partition have access to two different VLANs. VLAN tagging will NOT 

be used in the environment. 

There will be four client partitions, each of which will be connected to VLAN1 and VLAN2. 

There will be two VIOS. 

Redundant Ethernet connections will be accomplished using the Shared Ethernet Adapter (SEA) and dual 

VIOS. 

What is the minimum number of Ethernet ports that will be required in each VIOS? 

A. 8 

B. 4 
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C. 6 

D. 2 

Correct Answer: B 

Reference: https://www.ibm.com/developerworks/aix/tutorials/au-sea-config/index.html 

 

QUESTION 4

What is L4 cache? 

A. Off-processor-chip buffering to provide faster main memory access in enterprise servers. 

B. Allows for Active Memory Expansion of the main memory in enterprise servers 

C. On-processor-chip buffering of GPU results 

D. On-processor-chip buffering between L3 and POWER9 processor cores 

Correct Answer: D 

Reference: https://superuser.com/questions/1073937/what-does-l4-cache-hold-on-some-cpus 

 

QUESTION 5

Which tool is recommended to assist in the design and deployment of partitions? 

A. System Planning Tool 

B. IT Economics Study (Eagle Study) 

C. Workload Estimator 

D. e-config 

Correct Answer: A 
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