
https://www.pass2lead.com/h12-222.html
2024 Latest pass2lead H12-222 PDF and VCE dumps Download

 

 

 

H12-222Q&As

HCIP-Routing & Switching-IENP V2.5

Pass Huawei H12-222 Exam with 100% Guarantee

Free Download Real Questions & Answers PDF and VCE file from:

https://www.pass2lead.com/h12-222.html

100% Passing Guarantee
100% Money Back Assurance

Following Questions and Answers are all new published by Huawei
Official Exam Center

 

 

Latest H12-222 Dumps | H12-222 VCE Dumps | H12-222 Braindumps                                1 / 3

https://www.pass2lead.com/h12-222.html
https://www.pass2lead.com/h12-222.html
https://www.pass2lead.com/h12-222.html


https://www.pass2lead.com/h12-222.html
2024 Latest pass2lead H12-222 PDF and VCE dumps Download

QUESTION 1

When the virtual router responds to ARP Request packets, the actual MAC address of the master router is used, 

A. TRUE 

B. FALSE 

Correct Answer: B 

 

QUESTION 2

VXLAN technology is only used to build an inter-DC Layer 2 network. 

A. TRUE 

B. FALSE 

Correct Answer: B 

 

QUESTION 3

Which of the following statements regarding Agile Controller guest account application mode is false? 

A. Created by the administrator 

B. Created by employees with guest management rights 

C. Created by the receptionist 

D. Registered by guests 

Correct Answer: C 

 

QUESTION 4

Which of the following statements regarding MPLS label encapsulation format are true? (Multiple Choice) 

A. The total length of an MPLS label is 4 bytes (32 bits). 

B. The TTL field in an MPLS label has the same meaning as that in an IP packet, and can prevent loops. 

C. The S field in an MPLS label has 1 bit and is used to identify whether the label is the bottom-ofstack label. If the value
is 1, the label is a penultimate-layer label. 

D. For Ethernet and PPP packets, a label stack is located between the Layer 2 packet header and data; If a VLAN tag is
available, the label stack is placed before the VLAN tag. 

Correct Answer: AB 
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QUESTION 5

If two devices are connected, one device supports BFD, and the other devices do not support BFD, which BFD function
can be used by the BFD-capable device to detect link connectivity? 

A. Fast handshake 

B. Interface association 

C. BFD Echo 

D. Bidirectional detection 

Correct Answer: C 
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