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QUESTION 1

Which of the following command is used to configure the listening address of the SDN controller? 

A. openflow listening-ip 1.1.1.1 

B. sdn controller source-address 1.1.1.1 

C. controller-ip 1.1.1.1 

D. sdn listening-ip 1.1.1.1 

Correct Answer: A 

 

QUESTION 2

Single-packet attacks indicate that an attacker controls botnet hosts to send a large number of attack packets, causing
link congestion on the attacked network and system resource exhaustion. 

A. TRUE 

B. FALSE 

Correct Answer: B 

 

QUESTION 3

When an edge port is in the protected state on an RSTP network, which of the following operations is performed by the
edge port immediately after receiving BPDUs? 

A. The edge port forwards BPDUs. 

B. The edge port discards BPDUs. 

C. The edge port is shut down. 

D. The edge port obtains required information from BPDUs. 

Correct Answer: C 

 

QUESTION 4

BFD detects the link status immediately after a BFD session is set up. If BFD parameters are modified or deleted at one
end of the BFD session, the other end will consider such a modification or deletion as a fault and services will be then
affected. Therefore, exercise caution when modifying or deleting BFD parameters. 

A. True 

B. False 
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Correct Answer: B 

 

QUESTION 5

Which are the two subfields in the port identifier of the uplink port on a non-root switch in RSTP? 

A. 1-byte port priority and 1-byte port number 

B. 1-byte port priority and 2-byte port number 

C. 2-byte port priority and 1-byte port number 

D. 2-byte port priority and 2-byte port number 

Correct Answer: A 
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