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QUESTION 1

Linear MSP (LMSP) has two modes; 1+1 and 1:1. Extra services can be configured for the protection channel only in
the 1:1 mode of LMSP. 

A. TRUE 

B. FALSE 

Correct Answer: A 

 

QUESTION 2

In MSP networking, when optical fibers are connected between sites, the east optical board of a site is connected to the
west optical board of the downstream site, and these sites are connected in sequence to form a ring. In this case, the
direction from the east optical board of a site to the west optical board of the downstream site is the major ring direction,
and the direction that the ring is formed is the service direction. 

A. TRUE 

B. FALSE 

Correct Answer: B 

 

QUESTION 3

When an optical fiber between node A and node B is broken, the FIU on node B detects the OTS_LOS alarm and
inserts the OTS_BDI alarm to node A. The FIU on node A reports the OTS_BDI alarm. The line board on the
downstream C node reports the OCh_SSF alarm. 

A. TRUE 

B. FALSE 

Correct Answer: A 

 

QUESTION 4

An unprotected chain consists of four NEs: NE1, NE2, NE3, and NE4. An end-to-end VC4 trail NE1--NE4 is created,
and NE5 is added between NE2 and NE3 for capacity expansion. The original configuration remains unchanged, and no
service is configured on NE5. In this case, the unprotected chain becomes NE1-NE2-NE5-NE3-NE4, and how many
VC4 trails can be searched out? 

A. 0 

B. 1 

C. 2 

H31-311 PDF Dumps | H31-311 Study Guide | H31-311 Exam Questions                                2 / 3

https://www.pass2lead.com/h31-311.html
https://www.pass2lead.com/h31-311.html
https://www.pass2lead.com/h31-311.html


https://www.pass2lead.com/h31-311.html
2024 Latest pass2lead H31-311 PDF and VCE dumps Download

D. 3 

Correct Answer: C 

 

QUESTION 5

Optical fiber loss includes the bending loss, absorption loss, and scattering loss. 

A. TRUE 

B. FALSE 

Correct Answer: B 
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