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QUESTION 1

The device IP addresses of the gateway NE and non-gateway NEs must be set in the same network segment. 

A. TRUE 

B. FALSE 

Correct Answer: B 

 

QUESTION 2

The error correction capability of FEC is measured with the encoding gain. Which of the following statements about the
encoding gain is incorrect? 

A. When the BER is constant, the OSNR saved by the correction encoding is called encoding gain. 

B. The error correction capability of FEC increases with the encoding gain. 

C. The encoding gain of the inband FEC is larger than that of the outband FEC. 

D. The encoding gain of AFEC is larger than that of FEC. 

Correct Answer: C 

 

QUESTION 3

Which of the following are the steps for multiplexing low-speed services into high-speed SDH services? (Multiple
Choice) 

A. Mapping 

B. Overhead insertion 

C. Alignment 

D. Multiplexing 

Correct Answer: ACD 

 

QUESTION 4

RSOH, MSOH, HPOH, and LPOH implement monitoring functions in the descending order of monitoring scope. 

A. TRUE 

B. FALSE 

Correct Answer: A 
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QUESTION 5

Which of the following statements about the multiplex section remote error indication (MS-REI) is correct? 

1.

 The B2 byte indicates the transmission channel. 

2.

 The Ml byte indicates the transmission channel. 

3.

 MS-REI is transmitted from the sink to the source. 

4.

 MS-REI is transmitted from the source to the sink. 

5.

 Indicates the number of detected bit errors after the sink receives the MS signals. 

A. 1 , 4 , 5 

B. 2 , 4 , 5 

C. 1 , 3 , 5 

D. 2 , 3 , 5 

Correct Answer: D 
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