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QUESTION 1

During service configuration, there are two timeslot modes. Huawei uses the interleaved timeslot mode by default. 

A. TRUE 

B. FALSE 

Correct Answer: B 

 

QUESTION 2

The pointer is used for alignment and indicates the start position of VC-n in the corresponding AU or TU frame. In this
way, the receive end can correctly remove the corresponding VC from the STM-N, and then split the VC and C
encapsulation to separate low-rate signals, such as PDH. That is, low-rate tributary signals can be directly dropped from
the STM-N signal. 

A. TRUE 

B. FALSE 

Correct Answer: A 

 

QUESTION 3

When setting the LCAS mode, follow the following principles: 

1.

 If devices at the two ends are both Huawei devices, set them to the "Standard Mode". 

2.

 If a Huawei device is interconnected with a third-party device, set the interconnected devices to the same mode
according to the mode supported by the third-party device. 

A. TRUE 

B. FALSE 

Correct Answer: B 

 

QUESTION 4

A PAUSE frame uses a reserved multicast address and is not forwarded by a bridge or switch, In this way, the PAUSE
frame does not generate any additional information. 

A. TRUE 
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B. FALSE 

Correct Answer: A 

 

QUESTION 5

When the J1 byte mismatch occurs, the () alarm is reported and services may be interrupted. 

A. RS_TIM 

B. LP_TIM 

C. HP_TIM 

D. HP_SLM 

Correct Answer: C 
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