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QUESTION 1

Which of the following methods can be used to analyze faults in the NG WDM system? 

A. Loopback 

B. Service Signal Flow Analysis 

C. RMON 

D. Replacement 

Correct Answer: D 

 

QUESTION 2

Which of the following is approximately equal to 100mw? 

A. 13dBm 

B. 20dBm 

C. 15dBm 

D. 10dBm 

Correct Answer: B 

 

QUESTION 3

The overhead ratio is a factor that affects the error correction capability of the FEC technology. Generally, when the
same FEC encoding/decoding algorithm is used, the higher the overhead ratio is, the larger the net coding gain is. 

A. True 

B. False 

Correct Answer: B 

 

QUESTION 4

The causes of discrete services are as follows: 

A. The cross-connection configuration on the NE is incorrect. 

B. The logical fiber connection of the NE is inconsistent with the physical fiber connection. 

C. The configuration data on the NE side is not uploaded to the U2000. 
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D. A subnet service whose source or sink port is not in the management scope of the U2000 is available. 

Correct Answer: C 

 

QUESTION 5

Which of the following monitoring boards do not support 1588v2 signal processing and transparent transmission? 

A. AST2 

B. SC2 

C. ST2 

D. SCI 

Correct Answer: C 
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