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QUESTION 1

(single) Which of the following is incorrect about GPON? 

A. Each GPON port, with a 1:64 split ratio, provides 64 ONT access. 

B. There can be multiple T-CONTs on each ONU, and each TCONT can be tied to multiple GEMPORTs. 

C. T-CONT is equivalent to a physical cache, and only the DBA template is bound to limit the speed. 

D. ONU ID must be unique on the OLT 

Correct Answer: D 

 

QUESTION 2

(single) In the MA5600, which of the following boards does not support the "board reset" operation? 

A. VEDA 

B. SHEA 

C. SCU 

D. ADEF 

Correct Answer: C 

 

QUESTION 3

(single) Is the following description correct? The ADSL port can only allow further operations on the port after the port is
unblocked. 

A. True 

B. False 

Correct Answer: A 

 

QUESTION 4

(multiple) When the MA5600T is newly deployed and connected to the network management, what are the following
descriptions correct? 

A. The IP address of the interface used by the A.MA5600T must be on the same network segment as the network
management IP address. 

B. The SNMP version should be configured the same as the U2000 side. 
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C. The configuration of reading the community name and the writing community name is the same as that of the
network management side. 

D. Add a static route, the destination address is the network segment where the network management IP is located. 

Correct Answer: BCD 

 

QUESTION 5

(single) When locating an ADSL fault, what causes the ADSL Modem to fail to activate? 

A. Board failure or port failure 

B. Line problem, or MODEM failure 

C. Line activation template configuration error 

D. The above are possible 

Correct Answer: D 
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