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QUESTION 1

Which tool is used to configure HPE Secure encryption? 

A. iLO 

B. UEFI 

C. SSA 

D. SUM 

Correct Answer: A 

 

QUESTION 2

What is a benefit of DDR4 memory? 

A. new encoded chip scheme 

B. lower energy consumption 

C. compatible with DDR3 

D. larger cache buffer size 

Correct Answer: B 

 

QUESTION 3

A customer selects the HPE c7000 with redundant FlexFabric-20/40 F8 Virtual connect modules for a private project.
For the server platform, the customer plans to use the ProLiant BL460 Gen9 with the FlexFabric adapters installed. 

How many FlexNICs will be available per 20Gb port for the customer\\'s cloud services? 

A. 1 

B. 2 

C. 4 

D. 8 

Correct Answer: B 

 

QUESTION 4

An administrator installs the Windows 2012 R2 operating system on a server with multiple network interface cards. The
solution needs to have network adapter redundancy at the operating system level. 
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What should the administrator do to meet this requirement? 

A. Enable RDMA at the adapter level 

B. Configure host-based VLANs 

C. Configure intelligent Resilient Framework through an agent 

D. Configure NIC teaming, using atleast two network adapters 

Correct Answer: D 

 

QUESTION 5

Which server components are monitored tor redundancy status by means of HPE Agentless Management? (Select two
) 

A. FlexibteLOM 

B. power supply 

C. Smart Array controller 

D. fans 

E. CPU 

Correct Answer: BC 
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