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QUESTION 1

Refer to the exhibit. 

A network administrator receives a call from a contractor that was recently given wireless access to the network. The
user reports that the response time is slow and suggests there might be a problem with the WLAN. The network
administrator checks RF performance in AirWave to find the user and sees the output shown in the exhibit. 

What can the network administrator conclude after analyzing the data? 

A. Client health and CNR are high, therefore, it is unlikely the client is experiencing an RF-related issue. 

B. Goodput is low in relation to connection speed, which suggests a channel with high utilization, another channel
should be used. 

C. Client health and SNR are high but usage is low; therefore, there might be packet drops. 

D. Client health is low, which suggests that there are packet drops and collisions in the RF environment. 

Correct Answer: B 

 

QUESTION 2

Refer to the exhibit. 
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A network administrator configures a Mobility Master (MM)-Mobility Controller (MC) solution and integrates it with
AirWave. The network administrator configures the SNMP and terminal credentials in the MM and MC, and then
monitors the mobility devices from AirWave, including Clarity for user association and basic network services
verification. However, AirWave does not display any UCC data that is available in the MM dashboard. 

Based on the information shown in the exhibit, which configuration step should the network administrator do next in the
MM to complete the integration with AirWave? 

A. Define AirWave as a management server in the MM. 

B. Enable the inline network services statistics in the AMP profile. 

C. Enable UCC monitoring in the AMP profile. 

D. Verify the papi-security key in the AMP profile. 

Correct Answer: B 

 

QUESTION 3

Refer to the exhibit. 
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A network administrator deploys a Mobility Master (MM)-Mobility Controller (MC) solution in the headquarters. The
network administrator prepares the wired side of the network with the proper VLAN, DHCP settings, and routing
services to ensure that APs can reach the MCs. 

The network administrator connects two APs in different IP segments and waits for 20 minutes, but SSIDs are
advertised in one of the APs only. The engineer logs into the MC console and sees the output shown in the exhibit. 

What is the reason that the AP20 is not broadcasting SSIDs? 

A. IPSec traffic is being blocked. 

B. IKE traffic is being dropped. 

C. PAPI traffic is being blocked. 

D. GRE traffic is being blocked. 

Correct Answer: B 

 

QUESTION 4

Refer to the exhibit. 
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An organization provides WiFi access through a corporate SSID with an Aruba Mobility Master (MM)Mobility Controller
(MC) network that includes PEF functions. The organization wants to have a single firewall policy configured and
applied to the employee role. 

This policy must allow users to reach Web, FTP, and DNS services, as shown in the exhibit. Other services should be
exclusive to other roles. The client NICs should receive IP settings dynamically. 

Which policy design meets the organization\\'s requirements while minimizing the number of policy rules? 

A. netdestination alias1 host 10.200.0.10 host 10.200.0.20 ip access-list session policy1 user host 10.200.0.5 svc-dns
permit user host 10.200.0.5 svc-http permit 

user alias alias1 svc-http permit user alias alias1 svc-ftp permit 

B. netdestination alias1 host 10.200.0.5 host 10.200.0.10 host 10.200.0.20 netdestination alias2 host 10.200.0.10 host
10.200.0.20 ip access-list session policy1 any any svc-dhcp permit user host 10.200.0.5 svc-dns permit user alias alias1
svc-http permit user alias alias2 svc-ftp permit 
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C. netdestination alias1 host 10.200.0.10 host 10.200.0.20 ip access-list session policy1 any any svc-dhcp permit user
host 10.200.0.5 svc-dns permit user host 10.200.0.5 svc-http permit user alias alias1 svc-http permit user alias alias1
svc-ftp permit 

D. netdestination alias1 host 10.200.0.5 host 10.200.0.10 host 10.200.0.20 netdestination alias2 

Correct Answer: C 

 

QUESTION 5

Refer to the exhibits. 

Exhibit 1 

Exhibit 2 
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Exhibit 3 
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A network engineer deploys a Master Controller (MC) cluster at Headquarter to offer high levels of redundancy, and
prepares the wired side of the network. This preparation includes the VLAN, DHCP Settings, and unicast routing
services that APs require to reach the cluster. 

The network engineer waits for 20 minutes after connecting the APs and sees that no SSIDs are advertised. The
network engineer logs into one of the MCs and one of the AP\\'s consoles to obtain the outputs shown in the exhibits. 

What can the network engineer do to fix the APs discovery process, to ensure the best scalability even if one MC fails? 

A. Reprovision the APs with a different Master IP. 

B. Modify the IP address in one of the MCs. 

C. Modify option 43 in the DHCP pool. 

D. Create a VRRP instance in the MCs. 

Correct Answer: C 
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