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QUESTION 1

A customer has an existing Aruba network, which currently supports up to 9,000 wireless client devices. The existing
network includes these components: Four 7210 MCs Five 7030 MCs 200 AP-303HRs 300 AP-345s 

The customer wants to convert to an ArubaOS 8.x architecture. The architect plans to deploy a virtual MM. 

Which exhibit shows the correct BOM for the MM? 

A. 

B. 

C. 

D. 
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Correct Answer: C 

 

QUESTION 2

What is one requirement for ensuring that MCs can update their software without the need for a maintenance window? 

A. MCs must be managed by an MM and connected to the same switch. 

B. MCs must be in a cluster and connected in the same VLANs. 

C. MCs must be directly connected on at least one port. 

D. MCs must have AP licenses assigned to them in a dedicated local pool. 

Correct Answer: D 

 

QUESTION 3

A hospital needs a better way to track its inventory, including wireless medical devices that are moved 

around the site a lot. 

Which solution meets these needs? 

A. Aruba asset tags and beacons 

B. Aruba asset tags, APs, and Meridian 
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C. Aruba beacons, APs, and AirWave 

D. Aruba beacons and Meridian 

Correct Answer: A 

 

QUESTION 4

Refer to the exhibit. 

The customer requires a solution for the writing closet shown in the exhibit. The closet serves the entire floor, which is
wired for CAT5e cable. The closet has four CAT5e cables to the data center 110 feet (34 m) away. The switch or
switches in this closet will need to support 100 wired endpoints and 16 AP-345s. The switch or switches must connect to
the network core, Aruba 5406R switches, in the data center on uplinks that provide at least 20 Gbps bandwidth total. 

What is one benefit of an Aruba solution for meeting these requirements? 

A. AOS-Switches can meet the uplink bandwidth needs with an extensive array of choices for transceivers. 

B. Aruba PoE+ ports can provide more than 30W of power even to APs at the fat end of the floor. 

C. Aruba Smart Rate ports enable switches to achieve the required uplink speeds without expensive re-cabling. 
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D. Aruba conditioning mode cables enable 10GbE SFP+ of 40GbE QSFP+ connections on copper cabling. 

Correct Answer: B 

 

QUESTION 5

What is one reason that an architect might choose to use pico-cell coverage rather than overhead in a stadium? 

A. to avoid major rewiring and construction concerns 

B. to save money by using less powerful and less expensive APs in the deployment 

C. to support a higher device density with a higher level of channel reuse 

D. to maximize coverage per-AP through the use of calculated directional antennas 

Correct Answer: C 
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