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QUESTION 1

A network architect plans to implement channel bonding in a new wireless design that involves dense deployment of
APs. Which channel width would be optimal for this design? 

A. 40 MHZ 

B. 10MHZ 

C. 20 MHz 

D. 60 MHZ 

Correct Answer: D 

 

QUESTION 2

A network architect is designing a Wi-Fi solution for a customer using Aruba Central\\'s VisualRF tool When creating a
Campus view, how would the network architect pull in a map that displayed the campus location in a city? 

A. Import the longitude and latitude information from any web-based map site 

B. Import the longitude and latitude information from Google Maps 

C. Create a screen capture from any web-based map site and import the picture file 

D. Use VisualRF\\'s built-in map tool and define the appropriate longitude and latitude information 

Correct Answer: A 

 

QUESTION 3

A company has chosen an Aruba mobility controller solution for the redesign of their wireless network The design will
have two 7205 controllers in a cluster for campus employees and a single VMC-50 virtual controller for remote access
via a 

DMZ. A Mobility Master (MM) is used for centralized license and controller management. All controllers will minimally
run ArubaOS 8 4 or later Currently the company has 1.000 employees. There are 30 branch offices that will use RAPs
to 

connect to the DMZ controller. A peak of 100 users concurrently using the VIA client will also connect to the DMZ
controller. 

How many Aruba LIC-VIA licenses does the company need to purchase for this solution? 

A. 100 

B. 1 

C. 1,030 
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D. 130 

Correct Answer: C 

 

QUESTION 4

A network architect is designing a wireless solution for a company that is leasing one floor in a multi- floor building in a
downtown area. The customer is concerned about ensuring complete Wi-Fi coverage and pin-pointing RF hazards. 

What type of survey should the network architect perform? 

A. Active 

B. Virtual 

C. Passive 

D. Spectrum clearing 

Correct Answer: A 

 

 

QUESTION 5

A customer has a need to track traffic patterns and anomalies on a pair of ArubaOS-CX 8400 series switches. Which
technology will the customer need to deploy for these switches? 

A. Mobility First 

B. NetEdit 

C. Network Analysis Engine 

D. 2 CiearPass 

Correct Answer: B 
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