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QUESTION 1

A company has an Aruba solution with a guest WLAN named exam_guest. A network administrator creates the guest
WLAN with the wizard and does not change any of the default roles. The authentication server does not send particular
role assignments for authorized users. The company wants to deny guest access to specific IP rnages after the guests
authenticate. For which role should the administrator create the rule to deny this traffic? 

A. exam_guest-guest-logon 

B. authorized 

C. guest-logon 

D. guest 

Correct Answer: D 

 

QUESTION 2

What is one difference between an Aruba firewall access controle rule and an application rule? 

A. An application rule cannot use the packet source and destination IP addresses as part of its match criteria. 

B. An access rule can filter non-IP traffic, as well as IPv4 and IPv6 traffic. 

C. An access rule cannot apply different actions to different types of traffic sent to the same destination. 

D. An application rule can filter traffic at a higher layer beyond the TCP or UDP port. 

Correct Answer: D 

 

QUESTION 3

A company has a Mobility Master (MM) solution that manages Mobility Controllers (MCs) in several 

groups. The company has several WebCC licenses and wants to reserve these licenses for MCs in the 

Sunnyvale group only. 

How can a network administrator achieve this goal? 

A. Associate the MAC addresses for the Sunnyvale MCs with the licenses when they are generated. 

B. Make sure to be at the Managed Network > Sunnyvale level in the MM Interface when the licenses are installed. 

C. Install the licenses on the MM, and allocate them to a dedicated local pool for the Sunnyvale group. 

D. Install the licenses directly on the MCs in the Sunnyvale group, and activate the licneses locally. 

Correct Answer: C 
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QUESTION 4

Refer to the exhibit. 

An Aruba solution uses AirMatch with the default AirMatch profile settings. A network administrator sees 

that a scheduled optimization was completed, but a plan was not deployed. 

Based on the exhibit, why did this occur? 

A. The cost of the new plan exceeds the amount allowed by the feature license 

B. The new plan did not offer significantly improved quality 

C. The solution uses master-local mode 

D. ARM is disabled in the radio profile, so AP radios are considered frozen 

Correct Answer: B 

 

QUESTION 5

Refer to the exhibit. 
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A network administrator creates a guest WLAN on an Aruba Mobility Master (MM). The exhibit shows 

some of the settings for the WLAN. 

How should the network administrator handle the Auth server settings? 

A. Add an authentication server with the LDAP type and the IP address of the company AD server. 

B. Add an authentication server with the LDAP type and IP address 10.10.10.10. 

C. Add an authentication server with the RADIUS type and IP address 10.10.10.10. 

D. Add an authentication server with the RADIUS type and the IP address of the company AD server. 

Correct Answer: C 
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