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QUESTION 1

A network administrator wants to centralize the management of AOS-CX switches by implementing NetEdit. How should
the administrator purchase and/or install the NetEdit solution? 

A. Install as a hardware appliance 

B. Installed on a supported version of RedHat Enterprise Linux 

C. Installed in a virtualized solution by using the Aruba-supplied OVA file 

D. Installed on a supported version of Debian Linux 

Correct Answer: C 

 

QUESTION 2

What must a network administrator implement in order to run an NAE script on an AOS-CX switch? 

A. Deployment 

B. Schedule 

C. Plan 

D. Agent 

Correct Answer: D 

 

QUESTION 3

A company has recently upgraded their campus switching infrastructure with AOS-CX switches. They have
implemented 802.1X authentication on access ports where laptop and IOT devices typically connect. An administrator
has noticed that for POE devices, the AOS-CX switch ports are delivering the maximum wattage to the port instead of
what the device actually needs. 

Concerned about this waste of electricity, what should the administrator implement to solve this problem? 

A. Implement a classifier policy with the correct power definitions 

B. Create device profiles with the correct power definitions 

C. Enable AAA authentication to exempt LLDP and/or CDP information 

D. Globally enable the QoS trust setting for LLDP and/or CDP 

Correct Answer: B 
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QUESTION 4

A network has an ABR that connects area 0 and 1. A network engineer configures a summarized route for area 0. The
ABR is a designated router (DR) for the segment it uses to connect to area 1. 

Which LSA type is assigned to this route when the summarized route is advertised into area 1 by the ABR? 

A. LSA1 

B. LSA4 

C. LSA3 

D. LSA2 

Correct Answer: B 

 

QUESTION 5

What is a best practice concerning voice traffic and dynamic segmentation on AOS-CX switches? 

A. Controller authentication and user-based tunneling of the voice traffic 

B. Switch authentication and user-based tunneling of the voice traffic 

C. Controller authentication and port-based tunneling of the voice traffic 

D. Switch authentication and local forwarding of the voice traffic 

Correct Answer: D 
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