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QUESTION 1

Which two elements are needed on an SRX Series device to set up a remote syslog server? (Choose two.) 

A. Data type 

B. Data throughput 

C. IP address 

D. Data size 

Correct Answer: AC 

 

QUESTION 2

Which security feature is applied to traffic on an SRX Series device when the device is running n packet mode? 

A. Sky ATP 

B. ALGs 

C. Firewall filters 

D. Unified policies 

Correct Answer: C 

 

QUESTION 3

You are configuring an IPsec VPN tunnel between two location on your network. Each packet must be 

encrypted and authenticated. 

Which protocol would satisfy these requirements? 

A. MD5 

B. ESP 

C. AH 

D. SHA 

Correct Answer: B 

 

QUESTION 4

You are designing a new security policy on an SRX Series device. You must block an application and log all occurrence
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of the application access attempts. In this scenario, which two actions must be enabled in the security policy? (Choose
two.) 

A. Log the session initiations 

B. Enable a reject action 

C. Log the session closures 

D. Enable a deny action 

Correct Answer: AD 

 

QUESTION 5

What is the behavior of an SRX series device when UDP and TCP is rejected by a security policy actions? (choose
two) 

A. The reject action drops UDP packets and sends an ICMP message to the source 

B. The reject actions drops TCP packets and sends an ICMP message to the source 

C. The reject action drops UDP packets and does not send ant message to the source 

D. The reject action drops TCP packets and send an RST message to the source. 

Correct Answer: AD 
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