
https://www.pass2lead.com/jn0-349.html
2024 Latest pass2lead JN0-349 PDF and VCE dumps Download

 

 

 

JN0-349Q&As

Enterprise Routing and Switching - Specialist (JNCIS-ENT)

Pass Juniper JN0-349 Exam with 100% Guarantee

Free Download Real Questions & Answers PDF and VCE file from:

https://www.pass2lead.com/jn0-349.html

100% Passing Guarantee
100% Money Back Assurance

Following Questions and Answers are all new published by Juniper
Official Exam Center

 

 

JN0-349 PDF Dumps | JN0-349 Study Guide | JN0-349 Exam Questions                                1 / 4

https://www.pass2lead.com/jn0-349.html
https://www.pass2lead.com/jn0-349.html
https://www.pass2lead.com/jn0-349.html


https://www.pass2lead.com/jn0-349.html
2024 Latest pass2lead JN0-349 PDF and VCE dumps Download

QUESTION 1

What are three reasons a BGP route would be hidden? (Choose three.) 

A. The AS Path contains a 0. 

B. It is suppressed by a damping policy. 

C. The Local Preference is 0. 

D. The next hop is unreachable. 

E. It is rejected by a firewall term. 

Correct Answer: ABD 

 

QUESTION 2

Click the Exhibit button. 

You have created a GRE tunnel as shown in the exhibit. The router with tunnel endpoint A is dropping the packets
originating from User A and destined to User B. 

What would cause this problem? 

A. Endpoint A has the internet-options gre-path-mtu-discovery parameter enabled. 

B. User A requested fragmentation and Endpoint A has the clear-dont-fragment-bit parameter enabled. 

C. Endpoint A is missing a policy statement that allows User A\\'s traffic into the tunnel. 

D. User A is sending maximum size default Ethernet frames with the DF bit enabled. 

Correct Answer: D 

 

QUESTION 3
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Click the Exhibit button. 

Referring to the exhibit, which router will be selected as the DR? 

A. R1 

B. R5 

C. R4 

D. R3 

Correct Answer: D 

 

QUESTION 4

You are deploying a new switch configuration at a small branch using EX3400 Series switches. You are concerned
about loop prevention. 

In this scenario, which configuration would you deploy? 

A. RSTP 

B. EVPN 

C. MPLS D. BPDU 

Correct Answer: A 

 

QUESTION 5
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In which adjacency state do OSPF routers determine which router is in charge of the database synchronization
process? 

A. ExStart 

B. Exchange 

C. 2Way 

D. Init 

Correct Answer: A 
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