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QUESTION 1

Referring to the exhibit, which two statements are correct? (Choose two.) 

A. The host that the route is associated with is multihomed to two leaf nodes. 

B. The route is a Type 1 EVPN route. 

C. The route is a Type 2 EVPN route. 

D. The hostthat the route is associated with is single-homed to one leaf node. 

Correct Answer: CD 

 

QUESTION 2

Referring to the exhibit, which statement is correct when a failure exists on the link between host2 and switch5 on this
EVPN-VXLAN fabric? 
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A. The switch5 device will send a Type 2route to all peers. 

B. The switch5 device will send a Type 4 route to all peers. 

C. The switch5 device will send a Type 1 route to all peers. 

D. The switch5 device will send a Type 3 route to all peers. 

Correct Answer: D 

 

QUESTION 3

Referring to the exhibit, which two statements are correct? (Choose two.) 
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A. The DS-2 switch will beroot bridge for MSTI 2. 

B. The DS-1 switch will be root bridge for MSTI 1. 

C. The DS-1 switch will be root bridge for MSTI 2. 

D. The DS-2 switch will be root bridge for MSTI 1. 

Correct Answer: CD 

Bridge priority is to determine which bridge becomes the designated bridge. 

 

QUESTION 4

Referring to the exhibit, which LSA type is used toadvertise 192.168.1.0/24 to R5? 
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A. Type 5 

B. Type 4 

C. Type 3 

D. Type 7 

Correct Answer: A 

Area-1 has no external connections. However, Area-1 has static route (172.16.31.0/24) that are not internal OSPF
route. You can limit the external route advertisements to the area and advertise the static routes by designating the area
an NSSA. In an NSSA, the ASBR (vMX1) generates NSSA external (Type 7) LSAs and floods them into the NSSA,
where they are contained. 

Type-7 LSAs allow an NSSA to support the presence of ASBR and their corresponding external routing information. The
ABR (vMX2) converts Type-7 LSAs into Type-5 External LSAs and leaks them to the other areas, but external routes
from other areas are not advertised within the NSSA. 

An admin should check this and change it 

https://www.packetswitch.co.uk/configuring-junos-ospf-stub-and-nssa-areas/
https://www.juniper.net/documentation/us/en/software/junos/ospf/topics/ref/statement/nssa-edit-protocols-ospf.html 
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QUESTION 5

You are asked to configure 802.1X on your access ports to allow only a single device to authenticate. In this scenario,
which configuration would you use? 

A. single supplicant mode 

B. multiple supplicant mode 

C. single-secure supplicant mode 

D. MAC authentication mode 

Correct Answer: C 

Single supplicant mode authenticates only the first end device that connects to an authenticator port. All other end
devices connecting to the authenticator port after the first has connected successfully, whether they are 802.1X-enabled
or not, are permitted access to the port without further authentication. If the first authenticated end device logs out, all
other end devices are locked out until an end device authenticates. Single-secure supplicant mode authenticates only
one end device to connect to an authenticator port. No other end device can connect to the authenticator port until the
first logs out. 
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