## JPR-961 ${ }^{\text {Q\&As }}$

Juniper Networks Certified Internet Expert (JNCIE-SP)

## Pass Juniper JPR-961 Exam with 100\% Guarantee

Free Download Real Questions \& Answers PDF and VCE file from:
https://www.pass2lead.com/jpr-961.html

100\% Passing Guarantee<br>100\% Money Back Assurance

Following Questions and Answers are all new published by Juniper Official Exam Center

앙
Instant Download After Purchase
© $100 \%$ Money Back Guarantee
(3) 365 Days Free Update
(\%) 800,000+ Satisfied Customers


## QUESTION 1

Your corporate network uses variable length subnetting to make more efficient use of IP addresses. One of the IP addresses for a host is 131.39.161.17 with a subnet mask of 255.255.248.0. What is the proper notation for the network to which this host is connected?
A. 131.39.160.0/21
B. 131.36.161.0/20
C. 131.39.161.17/21
D. 131.36.160.0/20

Correct Answer: A

## QUESTION 2

You are the security administrator for your company. The company <br>'s network supports 500 users. All network server computers run Windows Server. All network client computers run Windows XP Professional. All domain account logon
events are audited.
A human resources manager requests that you produce a listing of the times and dates a user named JohnP logged on to the domain. The user was assigned to a client computer named HR09.

You should achieve this objective while reviewing the minimum amount of information. What should you do? (Choose two. Each correct answer presents part of the solution.)
A. Create a filter that will list all events for the JohnP user account.
B. Use the Find option to list only the events for the JohnP user account.
C. Open Event Viewer and access the security log on each domain controller.
D. Use the Find option to list only the events for the HR09 computer account.
E. Create a filter that will list only the events for the HR09 computer account.
F. Log onto HR09 as a local administrator, and open Event Viewer to view the local security log.

Correct Answer: AC

## QUESTION 3

You work as a network administrator for ABC.com. The ABC.com network consists of a single Active Directory domain named ABC.com. There are currently 120 Web servers running Windows Server and are contained in an Organizational Unit (OU) named ABC_WebServers

ABC.com management took a decision to uABCrade all Web servers to Windows Server. You disable all services on the Web servers that are not required. After running the IIS Lockdown Wizard on a recently deployed web server, you
https://www.pass2lead.com/jpr-961.html
2024 Latest pass2lead JPR-961 PDF and VCE dumps Download
discover that services such as NNTP that are not required are still enabled on the Web server.
How can you ensure that the services that are not required are forever disabled on the Web servers without affecting the other servers on the network? (Choose two.)
A. Set up a GPO that will change the startup type for the services to Automatic.
B. By linking the GPO to the ABC_WebServers OU.
C. Set up a GPO with the Hisecws.inf security template imported into the GPO.
D. By linking the GPO to the domain.
E. Set up a GPO in order to set the startup type of the redundant services to Disabled.
F. By linking the GPO to the Domain Controllers OU.
G. Set up a GPO in order to apply a startup script to stop the redundant services.

Correct Answer: BE

## QUESTION 4

Your network is running three DNS servers, NS1, NS2, and NS3. NS1 is running Windows Server, whereas NS2 and NS3 are still running Windows NT 4.0. In reviewing the error log on NS1, you notice an error that lists NOTIMPL(4) being returned by NS3. What does this error indicate?
A. NS3 does not support extended DNS (EDNSO).
B. NS1 does not support extended DNS (EDNSO).
C. The OPT record received from NS3 contained an illegal Time-To-Live.
D. The OPT record needs to be added to all three name servers.

Correct Answer: A

## QUESTION 5

The ABC.com network consists of a single Active Directory domain named ABC.com. All servers on the ABC.com network run Windows Server. The ABC.com network also contains a file server named ABC-SR10.

A ABC.com user named Rory Allen complains that when connecting to ABC-SR10, it often takes quite some time to respond. Other users report the same problem.

Your investigations reveal that the network interface on ABC-SR10 has a large load during times when the server is slow to respond. You suspect that one of the network computers is causing the problem.

How would you identify the problematic machine?
A. By examining the event logs on ABC-SR10.
B. By viewing the Local Area Connection status on ABC-SR10.
C. By using Network Monitor to inspect the network traffic on the client computers.
D. By using System Monitor to inspect the performance monitor counters on ABC-SR10.
E. By examining the event logs on the client computers.
F. By using System Monitor to inspect the performance monitor counters on the client computers.
G. By using Network Monitor to inspect the network traffic on ABC-SR10.

Correct Answer: G

Latest JPR-961 Dumps<br>JPR-961 Exam Questions<br>JPR-961 Braindumps

