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QUESTION 1

What traffic does the Anti-bot feature block? 

A. Command and Control traffic from hosts that have been identified as infected 

B. Command and Control traffic to servers with reputation for hosting malware 

C. Network traffic that is directed to unknown or malicious servers 

D. Network traffic to hosts that have been identified as infected 

Correct Answer: A 

 

QUESTION 2

In the Check Point Security Management Architecture, which component(s) can store logs? 

A. SmartConsole 

B. Security Management Server and Security Gateway 

C. Security Management Server 

D. SmartConsole and Security Management Server 

Correct Answer: B 

 

QUESTION 3

Which firewall daemon is responsible for the FW CLI commands? 

A. fwd 

B. fwm 

C. cpm 

D. cpd 

Correct Answer: A 

 

QUESTION 4

Which one is not a valid Package Option In the Web GUI for CPUSE? 

A. Clean Install 

B. Export Package 
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C. Upgrade 

D. Database Conversion to R81.10 only 

Correct Answer: B 

 

QUESTION 5

In which formats can Threat Emulation forensics reports be viewed in? 

A. TXT, XML and CSV 

B. PDF and TXT 

C. PDF, HTML, and XML 

D. PDF and HTML 

Correct Answer: C 

 

QUESTION 6

After finishing installation admin John likes to use top command in expert mode. John has to set the expert-password
and was able to use top command. A week later John has to use the top command again, He detected that the expert
password is no longer valid. What is the most probable reason for this behavior? 

A. "write memory" was not issued on clish 

B. changes are only possible via SmartConsole 

C. "save config" was not issued in expert mode 

D. "save config" was not issued on clish 

Correct Answer: D 

 

QUESTION 7

What is the difference between SSL VPN and IPSec VPN? 

A. IPSec VPN does not require installation of a resilient VPN client. 

B. SSL VPN requires installation of a resident VPN client. 

C. SSL VPN and IPSec VPN are the same. 

D. IPSec VPN requires installation of a resident VPN client and SSL VPN requires only an installed Browser. 

Correct Answer: D 
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QUESTION 8

Automatic affinity means that if SecureXL is running, the affinity for each interface is automatically reset every A. 15 sec 

B. 60 sec 

C. 5 sec 

D. 30 sec 

Correct Answer: B 

 

QUESTION 9

Which command can you use to verify the number of active concurrent connections? 

A. fw conn all 

B. fw ctl pstat 

C. show all connections 

D. show connections 

Correct Answer: B 

 

QUESTION 10

The CPD daemon is a Firewall Kernel Process that does NOT do which of the following? 

A. Secure Internal Communication (SIC) 

B. Restart Daemons if they fail 

C. Transfers messages between Firewall processes 

D. Pulls application monitoring status 

Correct Answer: D 

 

QUESTION 11

What is the correct command to observe the Sync traffic in a VRRP environment? 

A. fw monitor -e "accept[12:4,b]=224.0.0.18;" 

B. fw monitor -e "accept port(6118;" 

C. fw monitor -e "accept proto=mcVRRP;" 

D. fw monitor -e "accept dst=224.0.0.18;" 
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Correct Answer: D 

 

 

QUESTION 12

What is the correct description for the Dynamic Balancing / Split feature? 

A. Dynamic Balancing / Split dynamically change the number of SND\\'s and firewall instances based on the current
load. It is only available on Quantum Appliances and Open Server (not on Quantum Spark) 

B. Dynamic Balancing / Split dynamically distribute the traffic from one network interface to multiple SND\\'s. The
interface must support Multi-Queue. It is only available on Quantum Appliances and Open Server (not on Quantum
Spark) 

C. Dynamic Balancing / Split dynamically distribute the traffic from one network interface to multiple SND\\'s. The
interface must support Multi-Queue. It is only available on Quantum Appliances (not on Quantum Spark or Open
Server) 

D. Dynamic Balancing / Split dynamically change the number of SND\\'s and firewall instances based on the current
load. It is only available on Quantum Appliances (not on Quantum Spark or Open Server) 

Correct Answer: D 

 

QUESTION 13

In which deployment is the security management server and Security Gateway installed on the same appliance? 

A. Standalone 

B. Remote 

C. Distributed 

D. Bridge Mode 

Correct Answer: A 

SRC: Installation and Upgrade Guide R81 In a Standalone deployment, a Check Point computer runs both the Security
Gateway and Security Management Server products. 

 

QUESTION 14

When installing a dedicated R81 SmartEvent server. What is the recommended size of the root partition? 

A. Any size 

B. Less than 20GB 

C. More than 10GB and less than 20GB 
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D. At least 20GB 

Correct Answer: D 

 

QUESTION 15

With SecureXL enabled, accelerated packets will pass through the following: 

A. Network Interface Card, OSI Network Layer, OS IP Stack, and the Acceleration Device 

B. Network Interface Card, Check Point Firewall Kernal, and the Acceleration Device 

C. Network Interface Card and the Acceleration Device 

D. Network Interface Card, OSI Network Layer, and the Acceleration Device 

Correct Answer: C 
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