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QUESTION 1

Refer to the exhibit. 

A network associate has configured OSPF with the command: City(config-router)# network 192.168.12.64 0.0.0.63 area
0 

After completing the configuration, the associate discovers that not all the interfaces are participating in OSPF. Which
three of the interfaces shown in the exhibit will participate in OSPF according to this configuration statement? (Choose
three.) 

A. FastEthernet0 /0 

B. FastEthernet0 /1 

C. Serial0/0 

D. Serial0/1.102 

E. Serial0/1.103 

F. Serial0/1.104 

Correct Answer: BCD 

The "network 192.168.12.64 0.0.0.63 equals to network 192.168.12.64/26. This network has: 

Increment: 64 (/26= 1111 1111.1111 1111.1111 1111.1100 0000) Network address: 192.168.12.64 Broadcast address:
192.168.12.127 

Therefore all interface in the range of this network will join OSPF - B C D are correct. 

 

QUESTION 2

Refer to the exhibit. 
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What information about the interfaces on the Main_Campus router is true? 

A. The LAN interfaces are configured on different subnets. 

B. Interface FastEthernet 0/0 is configured as a trunk. 

C. The Layer 2 protocol of interface Serial 0/1 is NOT operational. 

D. The router is a modular router with five FastEthernet interfaces. 

E. Interface FastEthernet 0/0 is administratively deactivated. 

Correct Answer: B 

Interface fa0/0 breaks into sub-interfaces and Main_Campus router is connected with switch via fa0/0 .Subinterfaces
configured with different subnet mask so the seem switch has multiple vlans and allows communication between these
VLAN\\'s. For routing and inter-vlan we need to configure a trunk port. So B will be the correct answer. 

 

QUESTION 3

Which protocol is an open standard protocol framework that is commonly used in VPNs, to provide secure end-to-end
communications? 

A. RSA 

B. L2TP 

C. IPsec 

D. PPTP 

Correct Answer: C 

Internet Protocol Security (IPsec) is a technology protocol suite for securing Internet Protocol (IP) communications by
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authenticating and/or encrypting each IP packet of a communication session. IPsec also includes protocols for
establishing mutual authentication between agents at the beginning of the session and negotiation of cryptographic keys
to be used during the session. 

 

QUESTION 4

What Cisco IOS feature can be enabled to pinpoint an application that is causing slow network performance? 

A. SNMP 

B. Netflow 

C. WCCP 

D. IP SLA 

Correct Answer: B 

 

 

QUESTION 5

Refer to the exhibit. 

Given the output shown from this Cisco Catalyst 2950, what is the reason that interface FastEthernet 0/10 is not the root
port for VLAN 2? 

A. This switch has more than one interface connected to the root network segment in VLAN 2. 

B. This switch is running RSTP while the elected designated switch is running 802.1d Spanning Tree. 

C. This switch interface has a higher path cost to the root bridge than another in the topology. 

D. This switch has a lower bridge ID for VLAN 2 than the elected designated switch. 

Correct Answer: C 

 

These four parameters are examined in order to make root bridge , root port , designated port. Other switch has lowest
Sending Bridge ID or Sending Port ID so vlan 2 is not the root port. 
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1.

 A lower Root Bridge ID 

2.

 A lower path cost to the Root 

3.

 A lower Sending Bridge ID 

4.

 A lower Sending Port ID 

 

QUESTION 6

Refer to the exhibit. 

Assume that all router interfaces are operational and correctly configured. In addition, assume that OSPF has been
correctly configured on router R2. How will the default route configured on R1 affect the operation of R2? 

A. Any packet destined for a network that is not directly connected to router R1 will be dropped. 

B. Any packet destined for a network that is not directly connected to router R2 will be dropped immediately. 

C. Any packet destined for a network that is not directly connected to router R2 will be dropped immediately because of
the lack of a gateway on R1. 

D. The networks directly connected to router R2 will not be able to communicate with the 172.16.100.0, 172.16.100.128,
and 172.16.100.64 subnetworks. 

E. Any packet destined for a network that is not referenced in the routing table of router R2 will be directed to R1. R1 will
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then send that packet back to R2 and a routing loop will occur. 

Correct Answer: E 

First, notice that the more-specific routes will always be favored over less-specific routes regardless of the
administrative distance set for a protocol. In this case, because we use OSPF for three networks (172.16.100.0 0.0.0.3,
172.16.100.64 0.0.0.63, 172.16.100.128 0.0.0.31) so the packets destined for these networks will not be affected by the
default route. The default route configured on R1 "ip route 0.0.0.0 0.0.0.0 serial0/0 will send any packet whose
destination network is not referenced in the routing table of router R1 to R2, it doesn\\'t drop anything so answers A, B
and C are not correct. D is not correct too because these routes are declared in R1 and the question says that "OSPF
has been correctly configured on router R2, so network directly connected to router R2 can communicate with those
three subnetworks. As said above, the default route configured on R1 will send any packet destined for a network that is
not referenced in its routing table to R2; R2 in turn sends it to R1 because it is the only way and a routing loop will
occur. 

 

QUESTION 7

What information does a router running a link-state protocol use to build and maintain its topological database? (Choose
two.) 

A. hello packets 

B. SAP messages sent by other routers 

C. LSAs from other routers 

D. beacons received on point-to-point links 

E. routing tables received from other link-state routers 

F. TTL packets from designated routers 

Correct Answer: AC 

Link State Routing Protocols 

http://www.ciscopress.com/articles/article.asp?p=24090andseqNum=4 

Link state protocols, sometimes called shortest path first or distributed database protocols, are built around a well-
known algorithm from graph theory, E. W. 

Dijkstra\\'a shortest path algorithm. 

Examples of link state routing protocols are: 

Open Shortest Path First (OSPF) for IP 

The ISO\\'s Intermediate System to Intermediate System (IS-IS) for CLNS and IP DEC\\'s DNA Phase V Novell\\'s
NetWare Link Services Protocol (NLSP) 

Although link state protocols are rightly considered more complex than distance vector protocols, the basic functionality
is not complex at all: 

1.
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 Each router establishes a relationship--an adjacency--with each of its neighbors. 

2.

 Each router sends link state advertisements (LSAs), some 

3.

 Each router stores a copy of all the LSAs it has seen in a database. If all works well, the databases in all routers should
be identical. 

4.

 The completed topological database, also called the link state database, describes a graph of the internetwork. Using
the Dijkstra algorithm, each router calculates the shortest path to each network and enters this information into the route
table. 

 

QUESTION 8

What are two enhancements that OSPFv3 supports over OSPFv2? (Choose two.) 

A. It requires the use of ARP. 

B. It can support multiple IPv6 subnets on a single link. 

C. It supports up to 2 instances of OSPFv3 over a common link. 

D. It routes over links rather than over networks. 

Correct Answer: BD 

 

 

QUESTION 9
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To allow or prevent load balancing to network 172.16.3.0/24, which of the following commands could be used in R2?
(Choose two.) 

A. R2(config-if)#clock rate 

B. R2(config-if)#bandwidth 

C. R2(config-if)#ip ospf cost 

D. R2(config-if)#ip ospf priority 

E. R2(config-router)#distance ospf 
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Correct Answer: BC 

OSPF Cost http://www.cisco.com/en/US/tech/tk365/technologies_white_paper09186a0080094e9e.shtml#t6 The cost
(also called metric) of an interface in OSPF is an indication of the overhead required to send packets across a certain
interface. The cost of an interface is inversely proportional to the bandwidth of that interface. A higher bandwidth
indicates a lower cost. There is more overhead (higher cost) and time delays involved in crossing a 56k serial line than
crossing a 10M ethernet line. The formula used to calculate the cost is: cost= 10000 0000/bandwith in bps For example,
it will cost 10 EXP8/10 EXP7 = 10 to cross a 10M Ethernet line and will cost 10 EXP8/1544000 =64 to cross a T1 line.
By default, the cost of an interface is calculated based on the bandwidth; you can force the cost of an interface with the
ip ospf cost interface subconfiguration mode command. 

 

QUESTION 10

Refer to the exhibit. 

Which statement describes DLCI 17? 

A. DLCI 17 describes the ISDN circuit between R2 and R3. 

B. DLCI 17 describes a PVC on R2. It cannot be used on R3 or R1. 

C. DLCI 17 is the Layer 2 address used by R2 to describe a PVC to R3. 

D. DLCI 17 describes the dial-up circuit from R2 and R3 to the service provider. 

Correct Answer: C 

DLCI stands for Data Link Connection Identifier. DLCI values are used on Frame Relay interfaces to distinguish
between different virtual circuits. DLCIs have local significance because, the identifier references the point between the
local router and the local Frame Relay switch to which the DLCI is connected. 

 

QUESTION 11

Which statements are true about EIGRP successor routes? (Choose two.) 

A. A successor route is used by EIGRP to forward traffic to a destination. 

B. Successor routes are saved in the topology table to be used if the primary route fails. 
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C. Successor routes are flagged as \\'active\\' in the routing table. 

D. A successor route may be backed up by a feasible successor route. 

E. Successor routes are stored in the neighbor table following the discovery process. 

Correct Answer: AD 

Introduction to EIGRP http://www.cisco.com/en/US/tech/tk365/technologies_tech_note09186a0080093f07.shtml 

Feasible Successors A destination entry is moved from the topology table to the routing table when there is a feasible
successor. All minimum cost paths to the destination form a set. From this set, the neighbors that have an advertised
metric less than the current routing table metric are considered feasible successors. Feasible successors are viewed by
a router as neighbors that are downstream with respect to the destination. These neighbors and the associated metrics
are placed in the forwarding table. When a neighbor changes the metric it has been advertising or a topology change
occurs in the network, the set of feasible successors may have to be re-evaluated. However, this is not categorized as a
route recomputation. 

 

QUESTION 12

A router is running three routing processes: RIP, OSPF, and EIGRP, each configured with default characteristics. Each
process learns a route to the same remote network. If there are no static routes to the destination and none of the
routes were redistributed, which route will be placed in the IP routing table? 

A. the route learned through EIGRP 

B. the route learned through OSPF 

C. the route learned through RIP 

D. the route with the lowest metric 

E. all three routes with the router load balancing 

Correct Answer: A 

Reference: http://www.cisco.com/en/US/tech/tk365/technologies_tech_note09186a0080094195.shtml 

Administrative distance is the feature that routers use in order to select the best path. Administrative distance defines
the reliability of a routing protocol. Each routing protocol is prioritized in order of most to least reliable (believable) with
the help of an administrative distance value. Lowest Administrative distance will be chosen first. 
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QUESTION 13

What are two characteristics of a switch that is configured as a VTP client? (Choose two.) 

A. If a switch that is configured to operate in client mode cannot access a VTP server, then the switch reverts to
transparent mode. 

B. On switches that are configured to operate in client mode, VLANs can be created, deleted, or renamed locally. 

C. The local VLAN configuration is updated only when an update that has a higher configuration revision number is
received. 

D. VTP advertisements are not forwarded to neighboring switches that are configured in VTP transparent mode. 

E. VTP client is the default VTP mode. 

F. When switches in VTP client mode are rebooted, they send a VTP advertisement request to the VTP servers. 

Correct Answer: CF 

VLAN Trunking Protocol (VTP) http://archive.networknewz.com/2004/0317.html 

VTP Modes Server Mode Once VTP is configured on a Cisco switch, the default mode used is Server Mode. In any
given VTP management domain, at least one switch must be in Server Mode. When in Server Mode, a switch can be
used to add, delete, and modify VLANs, and this information will be passed to all other switches in the VTP
management domain. Client Mode When a switch is configured to use VTP Client Mode, it is simply the recipient of any
VLANs added, deleted, or modified by a switch in Server Mode within the same management domain. A switch in VTP
client mode cannot make any changes to VLAN information. Transparent Mode A switch in VTP Transparent Mode will

200-101 Practice Test | 200-101 Study Guide | 200-101 Braindumps                             11 / 14

https://www.pass4lead.com/200-101.html
https://www.pass4lead.com/200-101.html
https://www.pass4lead.com/200-101.html


https://www.pass4lead.com/200-101.html
2022 Latest pass4lead 200-101 PDF and VCE dumps Download

pass VTP updates received by switches in Server Mode to other switches in the VTP management domain, but will not
actually process the contents of these messages. When individual VLANs are added, deleted, or modified on a switch
running in transparent mode, the changes are local to that particular switch only, and are not passed to other switches in
the VTP management domain. 

 

QUESTION 14

Refer to the exhibit. 

The Lakeside Company has the internetwork in the exhibit. The administrator would like to reduce the size of the routing
table on the Central router. Which partial routing table entry in the Central router represents a route summary that
represents the LANs in Phoenix but no additional subnets? 

A. 10.0.0.0/22 is subnetted, 1 subnets D 10.0.0.0 [90/20514560] via 10.2.0.2, 6w0d, Serial0/1 

B. 10.0.0.0/28 is subnetted, 1 subnets D 10.2.0.0 [90/20514560] via 10.2.0.2, 6w0d, Serial0/1 

C. 10.0.0.0/30 is subnetted, 1 subnets D 10.2.2.0 [90/20514560] via 10.2.0.2, 6w0d, Serial0/1 

D. 10.0.0.0/22 is subnetted, 1 subnets D 10.4.0.0 [90/20514560] via 10.2.0.2, 6w0d, Serial0/1 

E. 10.0.0.0/28 is subnetted, 1 subnets D 10.4.4.0 [90/20514560] via 10.2.0.2, 6w0d, Serial0/1 

F. 10.0.0.0/30 is subnetted, 1 subnets D 10.4.4.4 [90/20514560] via 10.2.0.2, 6w0d, Serial0/1 

Correct Answer: D 

All the above networks can be summarized to 10.0.0.0 network but the question requires to "represent the LANs in
Phoenix but no additional subnets" so we must summarized to 10.4.0.0 network. The Phoenix router has 4 subnets so

200-101 Practice Test | 200-101 Study Guide | 200-101 Braindumps                             12 / 14

https://www.pass4lead.com/200-101.html
https://www.pass4lead.com/200-101.html
https://www.pass4lead.com/200-101.html


https://www.pass4lead.com/200-101.html
2022 Latest pass4lead 200-101 PDF and VCE dumps Download

we need to "move left" 2 bits of "/24-> /22 is the best choice - D is correct. 

 

QUESTION 15

Which PPP subprotocol negotiates authentication options? 

A. NCP 

B. ISDN 

C. SLIP 

D. LCP 

E. DLCI 

Correct Answer: D 

A protocol that establishes, configures, and tests data link connections used by the PPP Link Control Protocol offers
PPP encapsulation different options, including the following: 

Authentication - options includes PAP and CHAP Compression - Data compression increases the throughput on a
network link, by reducing the amount of data that must be transmitted. Error Detection -Quality and Magic numbers are
used 

by PPP to ensure a reliable, loop-free data link. Multilink - Supported in IOS 11.1 and later, multilink is supported on
PPP links between Cisco routers. This splits the load for PPP over two or more parallel circuits and is called a bundle. 
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