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QUESTION 1

You have installed a Cisco Unified IP 8831 Conference Phone that is failing to register. Which two actions must you
take to troubleshoot the problem? (Choose two) 

A. Verify that the RJ-11 cable is plugged into the PC port. 

B. Verity that the phone\\'s network can access the option 150 server. 

C. Disable HSRP on the access layer switch. 

D. Verity that the correct drivers are installed on the switch port of the phone. 

E. Verify that the switch port of the phone is enabled. 

F. Check the RJ-65 cable. 

Correct Answer: BE 

 

 

QUESTION 2

Which two issues can prevent an IP Phone from receiving an IP address via DHCP? (Choose two.) 

A. The DHCP server is not on the same VLAN as the phone. 

B. The DHCP scope\\'s leases are exhausted. 

C. DHCP Option 150 is incorrect. 

D. The TFTP server is not reachable. 

E. The DHCP scope is not defined for the subnet of the phone. 

Correct Answer: AB 

 

QUESTION 3
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Refer to the exhibit. These settings are configured on a cisco Telepresence system EX90. What is the result? 

A. The endpoint does not register to cisco VCS as a SIP endpoint, because the domain information is missing. 

B. The endpoint successfully registers to CUCM as an H.323 endpoint. 

C. The endpoint successfully registers to Cisco VCS as a SIP endpoint. 

D. The endpoint successfully registers to CUCM as a SIP endpoint. 

E. The endpoint successfully registers to Cisco VCS as a H.323 endpoint. 

F. The endpoint does not register to CUCM as a SIP endpoint, because the domain information is missing. 

Correct Answer: E 

 

QUESTION 4

You are a network technician working in the Network Company. Recently, users complain that they cannot call the
PSTN. With the help of testing, you find that the gateway is not switching to the secondary call agent when the primary
call agent is unreachable. In order to permit the MGCP gateway to take use of a different call agent once the primary
fails, which configuration should you make? 

A. Add ccm-manager fallback-mgcp command to the gateway. 

B. Add ccm-manager redundant-host command to the gateway 

C. Assign a Cisco Unified CallManager group including the secondary call agent to the gateway D. Define gateway as a
non-gatekeeper-controlled intercluster trunk with the secondary Cisco Unified CallManager defined. 

Correct Answer: B 
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QUESTION 5

As administrator replaced a faulty IP phone with a new one by replacing the hardware and editing the phone MAC
address in the device configuration in Cisco Unified Communications Manager. When the administrator tries to the save
the configuration, the old MAC address still appears under the device configuration. What is the most likely cause of this
issue? 

A. The administrator does not have full access privileges in Cisco Unified Communications Manager. 

B. The administrator must edit the new phone MAC address under the Phone Enterprise settings page. 

C. The Cisco Unified Communications Manager needs to be enabled for autoregistration. 

D. The subscriber the phone is registered to may have database replication issues. 

E. The MAC address for the new IP phone must be configured in the publisher instead of the subscriber. 

Correct Answer: D 

 

 

QUESTION 6

You recently configured a system for B2B SIP URI calls, and users confirmed that they could make calls. You are
receiving multiple reports that inbound calls are failing and that users are not receiving calls to their URI. You confirm
that all zones between expressways are active, and the trunk between Cisco Unified Communications Manager and
Cisco VCS Expressway is active. You also see that the inbound call is sent from Cisco VCS Expressway C to Cisco
Unified Communications Manager. Why are the calls failing? 

A. The Cisco Unified Communications Manager FQDN was not set. 

B. The cluster FQDN was not set in Enterprise Parameters. 

C. The certificate is not valid. 

D. The cluster FQDN was not set in Service Parameters. 

E. The FQDN was not registered in DNS. 

Correct Answer: B 

 

 

QUESTION 7

An Engineer notices that some SCCP phones are not displaying the correct time, but the phones are registered and
working properly. Which three options should be performed in Cisco Unified Communications Manager to fix the phone
time issue? (Choose three) 

A. Verify that device pool has the correct Date/Time group configured. 
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B. Ensure that the phone on Time field on the phone configuration page is chosen. 

C. Check the CUCM OS Admin page to ensure that NTP servers are accessible. 

D. Verify that the date/Time group has the correct phone NTP reference configured. 

E. Check the phone NTP reference configuration for configured servers. 

F. Verify that the date/time group has the correct time zone configured. 

Correct Answer: ACF 

 

 

QUESTION 8

In Cisco Unified Communications Manager, what is the default maximum number of learned patterns for the call control
discovery feature parameter? 

A. 5000 

B. 10000 

C. 20000 

D. 500 

E. 50000 

Correct Answer: C 

 

QUESTION 9

Which two items are displayed on the endpoint registration verification page in Cisco VCS? (Choose Two) 

A. Endpoint MAC Address 

B. Device Pool 

C. Endpoint Registration Status 

D. Device Description 

E. Device Type 

F. Endpoint name 

Correct Answer: EF 

 

QUESTION 10
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Nine users in a branch office frequently have audio conferences with each other and their clients who call in from the
PSTN. They frequently report poor audio quality during conference calls. A 500 kb/s WAN link connects the branch
office 

and headquarters, which hosts the Cisco Unified Communications Manager cluster. 

Which troubleshooting solution most directly improves their audio quality during conference calls? 

A. Enable hardware conferencing on the headquarters router and integrate with Cisco Unified CM. 

B. Enable hardware conferencing on the branch router and integrate with Cisco Unified CM. 

C. Enable software conferencing in headquarters internal to Cisco Unified CM. 

D. Enable LLQ on the branch router and the headquarters router. 

Correct Answer: B 

 

 

QUESTION 11

You are a network technician with many years\\' experience. Many users complain that they can hear echo when their
calls go out an H.323 gateway. You have made some testing for the gateway and have changed the configuration. So
the ERL level turns to be 6 dB. Furthermore, the echo-cancel coverage value is raised to 64 ms. Please choose the
effect on the voice quality after this modification. 

A. Consonants will be chopped by the echo canceller. 

B. The increase in echo-cancel coverage will have no effect on voice quality. 

C. The ends of sentences will be chopped by the echo canceller. 

D. The echo canceller will take 2-3 seconds longer to converge at the beginning of the call. 

Correct Answer: D 

 

 

QUESTION 12

Two Cisco DX80 collaboration endpoints that support high definition video are registered to a Cisco Unified
Communications Manager in a single site deployment model. However, the video that is displayed is pixelated and
appears as Sub-HD. To enable the Cisco DX80s to make high definition video calls, which configuration option do you
check? 

A. Check the DSCP for video calls value in the Cisco Unified Communications Manager Clusterwide parameters QoS
configuration. 

B. Check that video capabilities are enabled under the product specific configuration area for the device in Cisco Unified
Communications Manager. 

C. Check the maximum session bit rate for video calls in the Cisco Unified communications manager regions
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configuration. 

D. Check the configuration in the Cisco DX80 settings menu and enable high definition video. 

Correct Answer: C 

 

 

QUESTION 13

You must integrate a third-party H.323 system with your existing Cisco Unified Communications Manager cluster. When
you create an H.323 trunk from the cluster, calls from the cluster to the third- party H.323 system are failing. The vendor 

of the third-party H.323 device has confirmed that the H.323 call setup time must be reduced. 

Which two approaches reduce the call setup time from Cisco Unified Communications Manager to the third-party H.323
device? (Choose two.) 

A. Implement a software MTP. 

B. Implement a hardware MTP. 

C. Implement transcoding with the router DSP resources. 

D. Implement transcoding with the Cisco Unified Communications Manager resources. 

Correct Answer: AB 

 

 

QUESTION 14

Which reason for calls being disconnected just after connection is true? 

A. An incompatible MTP type is allocated to the call. 

B. Codec are mismatched between phones. 

C. Firewall is blocking RTP packets. 

D. Phone A is using SCCP and phone B is using SIP. 

Correct Answer: B 

 

QUESTION 15

Some of yours users report issues when they are dialing extensions located in other branch offices. Sometimes the calls
are set up successfully, and sometimes users experience problems during call setup. Which two reasons for the issue
are true? (Choose two) 

A. Not enough bandwidth is available between the two locations and Automated Alternate Routing is disabled on this
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cluster. 

B. The Partition that contains the called extensions is not assigned to the line or device CSS of the calling users. 

C. A firewall rule blocks traffic between the branch offices so the call setup cannot be completed. 

D. The called extension is used only on a device profile for extension mobility and the user has been authenticated to a
second phone in a different branch so the calls are delivered randomly to only one of his phones. 

E. The remote branch experiences WAN link outages and there is no Forward Unregistered Internal number configured
for the remote directory number. 

Correct Answer: AE 

 

300-080 PDF Dumps 300-080 Practice Test 300-080 Braindumps

300-080 PDF Dumps | 300-080 Practice Test | 300-080 Braindumps                                8 / 9

https://www.pass4lead.com/300-080.html
https://www.pass4lead.com/300-080.html
https://www.pass4lead.com/300-080.html
https://www.pass4lead.com/300-080.html
https://www.pass4lead.com/300-080.html
https://www.pass4lead.com/300-080.html


https://www.pass4lead.com/300-080.html
2022 Latest pass4lead 300-080 PDF and VCE dumps Download

To Read the Whole Q&As, please purchase the Complete Version from Our website.

Try our product !

100% Guaranteed Success
100% Money Back Guarantee
365 Days Free Update
Instant Download After Purchase
24x7 Customer Support
Average 99.9% Success Rate
More than 800,000 Satisfied Customers Worldwide
Multi-Platform capabilities - Windows, Mac, Android, iPhone, iPod, iPad, Kindle

We provide exam PDF and VCE of Cisco, Microsoft, IBM, CompTIA, Oracle and other IT Certifications.
You can view Vendor list of All Certification Exams offered:

https://www.pass4lead.com/allproducts

Need Help
Please provide as much detail as possible so we can best assist you.
To update a previously submitted ticket:

Any charges made through this site will appear as Global Simulators Limited.
All trademarks are the property of their respective owners.

Copyright © pass4lead, All Rights Reserved.

Powered by TCPDF (www.tcpdf.org)

300-080 PDF Dumps | 300-080 Practice Test | 300-080 Braindumps                                9 / 9

https://secure.livechatinc.com/licence/8041871/v2/open_chat.cgi
http://www.tcpdf.org
https://www.pass4lead.com/300-080.html
https://www.pass4lead.com/300-080.html
https://www.pass4lead.com/300-080.html

