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QUESTION 1

Refer to the exhibit. Which result will the EEM applet in the exhibit produce? 

A. The output of show version will be executed every 5 hours. 

B. The output of show log will be executed every 5 hours. 

C. The output of show log will be executed every Friday. 

D. The output of show log will be executed every 5 minutes. 

Correct Answer: B 

 

QUESTION 2

Refer to the exhibit. In this network, each router has a router ID as shown next to the router. While working on a
software upgrade on R1 and R2, the network administrator notices that when the upgrade is finished, R4 is the
designated router on the link. Is OSPF working correctly on this link, and why or why not? 

A. Yes, OSPF will never allow an existing DR to be replaced when a new router is connected to a broadcast network. In
this case, the administrator has recently reloaded R1 and R2, so it would be expected that either R3 or R4 would be the
DR on the link. 

B. No, OSPF should always elect the router with the highest router ID as the designated router on the link. The
administrator should call for technical support. 

C. Yes, OSPF is operating correctly, because the router with the lowest router ID should always be elected designated
router on a broadcast link. 

D. There is not enough information provided in the question to answer accurately. 
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Correct Answer: A 

 

QUESTION 3

While deploying a new switch, you accidentally connect ports 3/12 and 3/18 together, creating a loop. STP detected it
and placed port 3/18 in blocking mode. Why did STP not place port 3/12 in blocking mode instead? 

A. Port 3/12 was already up and forwarding before the loop was created. 

B. Port priority is based on lowest priority and lowest port number. 

C. You connected the wire on port 3/18 last. 

D. None of the above, it is purely random. 

Correct Answer: B 

 

 

QUESTION 4

Two routers configured to run BGP have been connected to a firewall, one on the inside interface and one on the
outside interface. BGP has been configured so the two routers should peer, including the correct BGP session endpoint
addresses and the correct BGP session hop-count limit (EBGP multihop). 

What is a good first test to see if BGP will work across the firewall? 

A. Attempt to TELNET from the router connected to the inside of the firewall to the router connected to the outside of the
firewall. If telnet works, BGP will work, since telnet and BGP both use TCP to transport data. 

B. Ping from the router connected to the inside interface of the firewall to the router connected to the outside interface of
the firewall. If you can ping between them, BGP should work, since BGP uses IP to transport packets. 

C. There is no way to make BGP work across a firewall without special configuration, so there is no simple test that will
show you if BGP will work or not, other than trying to start the peering session. 

D. There is no way to make BGP work across a firewall. 

Correct Answer: C 

 

 

QUESTION 5

Prior to 802.1w, Cisco implemented a number of proprietary enhancements to 802.1D to improve convergence in a
Layer 2 network. 

Which statement is correct? 

A. Only UplinkFast and BackboneFast are specified in 802.1w; PortFast must be manually configured. 
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B. Only PortFast is specified in 802.1w; UplinkFast and BackboneFast must be manually configured. 

C. None of the proprietary Cisco enhancements are specified in 802.1w. 

D. PortFast, UplinkFast, and BackboneFast are specified in 802.1w. 

Correct Answer: D 

 

 

QUESTION 6

Refer to the exhibit 

Router RTB is performing one-way redistribution from OSPF to RIP. What will be the outgoing interface in the routing
table of router RTD for packets to the 192.168.0.0/24 network, and why? 

A. Fa0/1, because OSPF is a link-state routing protocol 

B. Fa0/0, because RIP is a distance vector protocol 

C. Fa0/0, because OSPF has a lower administrative distance 

D. Fa0/1, because OSPF has a lower administrative distance 

E. Fa0/1, because RIP has a lower administrative distance 

Correct Answer: C 
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QUESTION 7

Drag the options on the left to the correct order on the right. 

Select and Place: 

Correct Answer: 
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QUESTION 8

Refer to the exhibit. You are setting up a 2-gigabit EtherChannel. Following IEEE standards, the exhibit shows your
configuration in a local switchl. However, EtherChannel is not coming up. Which one of these statements could be a
possible reason? 

A. EtherChannel is only available in Cisco equipment. 

B. The customer side is supposed to be running PAgP, which is a Cisco standard. 

C. PAgP is not an IEEE standard. VRRP should be used. 

D. The configuration on switch1 needs to be modified to use LACP. 

Correct Answer: D 

 

 

QUESTION 9

In which two spanning-tree port states is the port learning MAC addresses? (Choose two.) 

A. disabled 

B. blocking 

C. listening 

D. learning 

E. forwarding 

Correct Answer: DE 
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QUESTION 10

What is the RP for IPv6 multicast address FF76:0130:2001:db8:3811::2323? 

A. 2001:db8:3811::1 

B. 2001:db8:3811::2323 

C. 2001:db8:3811::0130 

D. 2001:db8:3811::3 

E. 2001:db8:3811::6 

Correct Answer: A 

 

QUESTION 11

You are using VTP (version 2) in your network to transport VLAN information between switches. When adding a switch
to the network (that has been used in the lab previously), you notice that a lot of the existing VLANs have been deleted
or replaced with other names. 

What can you do to prevent this from happening in the future, without losing all VTP features that you are using today? 

A. configure a hard-to-guess VTP domain name 

B. use a hard-to-guess VTP password 

C. use VTP transparent mode 

D. implement VTP version 3 

Correct Answer: D 

 

 

QUESTION 12

Which two of these are benefits of applying WRED? (Choose two.) 

A. provides minimal bandwidth guarantees 

B. provides bounded low latency 

C. helps to avoid TCP synchronization 

D. completely eliminates congestion 

E. allows a different drop profile to be manually enabled for each IP precedence or DSCP 

Correct Answer: CE 
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QUESTION 13

Which two statements are true about bandwidth guarantee? (Choose two.) 

A. When congestion is present, the priority command doesn\\'t allow exceeding the allocated rate 

B. When congestion isn\\'t present, the priority command doesn\\'t allow exceeding the allocated rate 

C. When congestion is present, the priority command allows exceeding the allocated rate 

D. When congestion isn\\'t present, the priority command allows exceeding the allocated rate 

Correct Answer: AD 

 

QUESTION 14

Which three protocols or applications should be placed in a class that is configured with WRED? (Choose three.) 

A. RTP 

B. streaming video 

C. SMTP 

D. SSH 

E. BitTorrent 

Correct Answer: CDE 

 

QUESTION 15

IP multicast addresses in which range are used for Scope Relative multicast? 

A. The lowest (numerically) 256 multicast addresses of each administratively scoped address range are automatically
reserved for Scope Relative multicast. 

B. Scope Relative multicast addresses must be chosen from the administratively scoped address range by the network
administrator and configured on every router. 

C. The highest (numerically) 256 addresses of each administratively scoped address range are automatically reserved
for Scope Relative multicast. 

D. The highest (numerically) 32 addresses of each administratively scoped address range are automatically reserved for
Scope Relative multicast. 

Correct Answer: C 
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