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QUESTION 1

Refer to the topology below. 

What is the subnet broadcast address of the LAN connected to Router1? 

A. 192.168.93.15 

B. 192.168.93.31 

C. 192.168.93.63 

D. 192.168.93.127 

E. 255.255.255.255 

Correct Answer: A 

 

QUESTION 2

An administrator has connected devices to a switch and, for security reasons, wants the dynamically learned MAC
addresses from the address table added to the running configuration. What must be done to accomplish this? 

A. Enable port security and use the keyword sticky. 

B. Set the switchport mode to trunk and save the running configuration. 

C. Use the switchport protected command to have the MAC addresses added to the configuration. 
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D. Use the no switchport port-security command to allow MAC addresses to be added to the configuration. 

Correct Answer: A 

 

QUESTION 3

The RIP network shown in the graphic has been fully operational for two days. Each routing table is complete. 

Which networks will be included in the next routing update from the Apples router to the Pears router? 

A. A, B, C, D, E, F 

B. A, C 

C. A, B, C, D 

D. B, D 

E. D, E, F 

F. A, B, C 

Correct Answer: F 

 

QUESTION 4

Refer to the exhibit. A technician is testing connection problems in the internetwork. What is the problem indicated by
the output from HostA? 
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A. The routing on Router2 is not functioning properly. 

B. An access list is applied to an interface of Router3. 

C. The Fa0/24 interface of Switch1 is down. 

D. The gateway address of HostA is incorrect or not configured. 

Correct Answer: D 

 

QUESTION 5

What happens when computers on a private network attempt to connect to the Internet through a Cisco router running
PAT? 

A. The router uses the same IP address but a different TCP source port number for each connection. 

B. An IP address is assigned based on the priority of the computer requesting the connection. 

C. The router selects an address from a pool of one-to-one address mappings held in the lookup table. 

D. The router assigns a unique IP address from a pool of legally registered addresses for the duration of the
connection. 

Correct Answer: A 

 

QUESTION 6
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The following commands are entered on the router: 

Burbank(config)# enable secret fortress Burbank(config)# line con 0 Burbank(config-line)# login Burbank(config-line)#
password n0way1n Burbank(config-line)# exit Burbank(config)# service password-encryption 

What is the purpose of the last command entered? 

A. to require the user to enter an encrypted password during the login process 

B. to prevent the vty, console, and enable passwords from being displayed in plain text in the configuration files 

C. to encrypt the enable secret password 

D. to provide login encryption services between hosts attached to the router 

Correct Answer: B 

 

QUESTION 7

A network administrator is connecting PC hosts A and B directly through their Ethernet interfaces as shown in the
graphic. Ping attempts between the hosts are unsuccessful. What can be done to provide connectivity between the
hosts? (Choose two.) 

A. A crossover cable should be used in place of the straight-through cable. 

B. A rollover cable should be used in place of the straight-through cable 

C. The subnet masks should be set to 255.255.255.192. 

D. A default gateway needs to be set on each host. 

E. The hosts must be reconfigured to use private IP addresses for direct connections of this type. 

F. The subnet masks should be set to 255.255.255.0. 

Correct Answer: AF 

 

QUESTION 8

Refer to the exhibit. 
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A network technician is unable to ping from R1 to R2. What will help correct the problem? 

A. Ensure that the serial cable is correctly plugged in to the interfaces. 

B. Apply the clock rate 56000 configuration command to the serial0/1 interface of R1. 

C. Configure the serial0/1 interfaces on R1 and R2 with the no shutdown command. 

D. Change the address of the serial0/1 interface of R1 to 192.1.1.4. 

E. Change the subnet masks of both interfaces to 255.255.255.240. 

Correct Answer: A 

 

QUESTION 9

Which transport layer protocol provides best-effort delivery service with no acknowledgment receipt required? 

A. HTTP 

B. IP 

C. TCP 

D. Telnet 

E. UDP 

Correct Answer: E 

 

QUESTION 10

A small company has a Class C network address and needs to create five subnets, each accommodating 25 hosts.
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Which subnet mask needs to be configured? 

A. 255.255.240.0 

B. 255.255.255.128 

C. 255.255.255.192 

D. 255.255.255.224 

E. 255.255.255.240 

F. 255.255.255.248 

Correct Answer: D 

 

QUESTION 11

SIMULATION 

There are three locations in a school district of a large city: ROUTER -M, ROUTER -W and ROUTER -U. The network
connection between two of these locations has already functioned. Configure the ROUTER -M router IP addresses on
the E0 and S0 interfaces so that the E0 receives the first usable subnet while the S0 receives the second usable subnet
from the network 192.168.160.0/28. Both interfaces would receive the last available ip address on the proper subnet. 
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Correct Answer: Check the answer in 

Answer: ROUTER-M> enable Password: Cisco ROUTER-M# config t ROUTER-M(config)# interface e0 ROUTER-
M(config-if)# ip address 192.168.160.14 255.255.255.240 ROUTER-M(config-if)# no shutdown ROUTER -M(config-if)#
exit ROUTER -M(config)# interface s0 ROUTER-M(config-if)# ip address 192.168.160.30 255.255.255.240 ROUTER-
M(config-if)# no shutdown ROUTER-M(config-if)# end ROUTER-M# copy run start 

 

QUESTION 12

Refer to the exhibit. Which statement is correct regarding the configuration shown? 

A. This will not work as the subnet mask on serial interfaces must be /30. 

B. What is shown as being configured would be considered a default route. 

C. This configuration creates a bidirectional path between RouterA and RouterB. 

D. The command ip route 172.16.1.0 255.255.255.0 s0/0/0 would provide similar routing functionality. 

Correct Answer: D 

 

QUESTION 13

What must occur before a workstation can exchange HTTP packets with a web server? 

A. A UDP connection must be established between the workstation and its default gateway. 

B. A UDP connection must be established between the workstation and the web server. 

C. A TCP connection must be established between the workstation and its default gateway. 

D. A TCP connection must be established between the workstation and the web server. 
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E. An ICMP connection must be established between the workstation and its default gateway. 

F. An ICMP connection must be established between the workstation and the web server. 

Correct Answer: D 

 

QUESTION 14

The network manager has requested a 300-workstation expansion of the network. The workstations are to be installed
in a single broadcast domain, but each workstation must have its own collision domain. The expansion is to be as cost-
effective as possible while still meeting the requirements. Which three items will adequately fulfill the request? (Choose
three). 

A. one IP subnet with a mask of 255.255.254.0 

B. two IP subnets with a mask of 255.255.255.0 

C. seven 48-port hubs 

D. seven 48-port switches 

E. one router interface 

F. seven router interfaces 

Correct Answer: ADE 

 

QUESTION 15

Given an IP address of 192.168.1.42 255.255.255.248, what is the subnet address? 

A. 192.168.1.8/29 

B. 192.168.1.32/27 

C. 192.168.1.40/29 

D. 192.168.1.16/28 

E. 192.168.1.48/29 

Correct Answer: C 
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