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QUESTION 1

Refer to the exhibit. Exhibit 1. 

Exhibit 2. 

The routing configuration must support this behavior: 
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Server 1 and Server 2 communicate over Link 1 when Link 1 is up. 

If Link 1 fails, Server 1 and Server 2 can continue to communicate over the path through Switch-3. 

What must the network administrator change to meet these criteria? 

A. On Switch 3, add a route to 192.168.2.0/24 through 192.168.1.9 and a route to 192.168.3.0/24 through 

192.168.1.5. 

B. On Switch-1, Switch-2, and Switch-3, change the next hop in each static route to specify an IP address that exists on
that switch. 

C. On Switch-1, raise the administrative distance for the second route to 192.168.3.0/24; on Switch-2, raise the
administrative distance for the second route to 192.168.2.0/24 

D. On Switch-1, add a route to 192.168.1.8/30 through 192.168.0.3; on Switch-2, add a route to 192.168.1.4/30 through
192.168.1.1; on Switch-3, add a route to 192.168.1.0/30 through 192.169.1.4. 

E. On Switch-1, add a route to 192.168.1.8/30 through 192.168.1.2; on Switch-2, add a route to 192.168.1.4/30 through
192.168.1.1; on Switch-3, add a route to 192.168.1.0/30 through 192.168.1.4. 

Correct Answer: C 

 

QUESTION 2

Which benefit does Aruba Clarity in Aruba AirWave provide? 

A. It provides an easily searchable network topology that includes physical wired, physical wireless, and virtual network
infrastructure devices. 

B. It helps managers use the AirWave Management Platform (AMP) with its context-specific help and links to additional
resources. 

C. It enables managers to view all configuration templates for APs, and switches from a single dashboard. 

D. It provides at-a-glance views of issues such as DHCP request and 802.1X authentication failures to aid in
troubleshooting. 

Correct Answer: A 

 

QUESTION 3

A company has ArubaOS switches that are already configured to support the network. The company now 

wants to use Aruba AirWave to manage the switches. The network administrator creates a new group on 

Aruba AirWave, and then discovers several ArubaOS switches that should belong to this group. 

What is the best practice for the initial authorization of the switches in AirWave? 

A. Authorize the switches in Monitor + Firmware Updates only mode. 
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B. Authorize the switches and immediately change the scan set credentials to match the credentials on the switches. 

C. Authorize the switches and immediately change the global communication settings to match the credentials on the
switches. 

D. Authorize the switches in Managed Read/Write mode. 

Correct Answer: D 

 

QUESTION 4

Which technology can provide automated network optimization for unified communication applications such as Skype
for Business? 

A. Software-defined Networking (SDN) 

B. Zero Touch Provisioning (ZTP) 

C. Simple Network Management Protocol (SNMP) 

D. Virtual Switching Framework (VSF) 

Correct Answer: A 

 

QUESTION 5

A network administrator wants to see the VLANs supported on one ArubaOS switch interface and if those VLANs have
tagged or untagged assignments. What should the administrator do to find this information? 

A. View the MAC forwarding table for the interface and VLAN with the show mac-address command. 

B. Use the detail option with the show vlans port command. 

C. Use the local-device option with the show lldp info command. 

D. View the interface with the show interface command. 

Correct Answer: B 

 

QUESTION 6

A company has these requirements to manage its ArubaOS switches: 

Management and data traffic cannot share links. 

Managers must be able to reach switches remotely over IP connections. 

How should the administrator set up switches to meet these requirements? 

A. Assign at least one port on each switch to a Virtual Switching Framework (VSF) link and connect those ports in a
dedicated network. 
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B. Create a management VLAN and tag the VLAN on all switch-to-switch links. 

C. Enable IP authorized managers for the administrator subnet. 

D. Configure IP addressing on OOBM ports and connect them in a dedicated network. 

Correct Answer: A 

 

QUESTION 7

Which security options for a WLAN can authenticate either the computer or the user? 

A. Open with MAC authentication 

B. MAC authentication with WPA2 Enterprise (802.1X) fail-thru 

C. Personal (preshared key) authentication with WEP 

D. Personal (preshared key) authentication with WPA2 

Correct Answer: B 

 

QUESTION 8

Refer to the exhibit. 

Prior to implementing OSPF on the network, an ArubaOS switch had the IP routing table shown in the exhibit. The
network administrator then sets up OSPF in the network. The switch calculates these OSPF routes to 10.1.20.0/24: 

Through 10.1.0.1 with cost 3 and administrative distance 110 Through 10.1.0.2 with cost 3 and administrative distance
110 

How does the way the switch handles traffic destined to 10.1.20.0/24 change with the introduction of OSPF? 

A. The switch stops sending the traffic to 10.1.0.3 and instead load balances it to 10.1.0.1 and 10.1.0.2. 

B. The switch no longer drops this traffic and instead load balances it to 10.1.0.1 and 10.1.0.2. 

C. The switch continues to send the traffic to 10.1.0.3, but it now has backup routes for the traffic in case the connection
to 10.1.0.3 fails. 
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D. The switch no longer drops this traffic and instead sends it to 10.1.0.1. 

Correct Answer: A 

 

QUESTION 9

A network administrator wants to download a configuration from an ArubaOS switch. The administrator does not have
local access to the switch and wants to copy the configuration in a secure manner that prevents eavesdroppers from
reading the configuration. Which two options can the administrator use to copy the configuration? 

A. SFTP and HTTPS 

B. ZModem and SFTP 

C. HTTPS and TFTP 

D. HTTPS and ZModem 

Correct Answer: A 

 

QUESTION 10

A network administrator wants to form a cluster with several Aruba Instant APs. What is required to achieve this goal? 

A. All APs must be pre-configured with WLANs with the same SSID. 

B. All APs must be in the same regulatory domain. 

C. All APs must operate on the same radio channel. 

D. All APs must be the same model. 

Correct Answer: B 

 

QUESTION 11

What is one benefit that Aruba AirWave can provide to a customer with ArubaOS switches? 

A. It can audit switch firmware (software) and automate updates. 

B. It can enable the switches to provide mobility controller functions for connected Instant APs (IAPs). 

C. It can provide centralized authentication and authorization for users who log in to the switch CLI. 

D. It can program the switches to dynamically adjust QoS settings to prioritize Skype for Business traffic. 

Correct Answer: A 

Reference: https://www.google.co.in/url? sa=tandrct=jandq=andesrc=sandsource=webandcd=1andved=0ahUKEwjKxO
ev5JfUAhXGLI8KHVYWDvEQFggnMAAand url=http%3A%2F%2Fwww.arubanetworks.com%2Fassets%2Fds%
2FDS_AW.pdfandusg=AFQjCNG2mDuwxsqBI8MHZoKPpteQmEJ71gandsig2=r3FEvyQVngpJKqQVzkIOAandcad=rja 
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QUESTION 12

A network administrator is in this context in an ArubaOS switch CLI: 

Switch (vlan10)# 

The administrator wants to leave the configuration context with a single command/ 

Which command should the administrator enter? 

A. logout 

B. quit 

C. exit 

D. end 

Correct Answer: B 

 

QUESTION 13

A manager password is configured on an ArubaOS switch. The network administrator wants to ensure managers only
use SSH to connect to the ArubaOS switch for CLI access. Which step should the administrator complete to accomplish
this? 

A. Enter the command no telnet-server. 

B. Enter the commend include-credentials. 

C. Enter the command ip ssh. 

D. Enter the command secure-vty. 

Correct Answer: A 

 

QUESTION 14

Refer to the exhibit. 
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A network administrator connects several new Aruba Instant APs (at factory defaults), as shown in the exhibit. After
waiting several minutes for the cluster to form, the administrator is ready to provision the cluster. The administrator
wants to be redirected to the Instant UI without the need to know the correct IP address. 

How should the administrator connect the management station to enable access to the virtual controller (VC)? 

A. to a switch port in the same VLAN 

B. directly to one instant AP\\'s second Ethernet port 

C. to the Instant SSID 

D. directly to one Instant AP\\'s Basic Service Set (BSS) 

Correct Answer: D 

 

QUESTION 15

A network administrator discovers and then authorizes several ArubaOS switches in Aruba AirWave. Immediately after
the administrator authorizes the switches, AirWave cannot communicate with the switches anymore. 

What should the administrator do to restore communication? 

A. Change the SNMP and Telnet/SSH credentials in the AirWave global communication settings to match those on the
switches. 

B. Change the management level for the switches to Monitoring and Firmware Updates Only. 

C. Specify the SNMP and Telnet/SSH credentials on the switches to update the individual communication settings on
the switches. 
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D. Change the management level for the switches to Manage Read/Write. 

Correct Answer: C 

HPE6-A41 Study Guide HPE6-A41 Exam Questions HPE6-A41 Braindumps

HPE6-A41 Study Guide | HPE6-A41 Exam Questions | HPE6-A41 Braindumps                              9 / 10

https://www.pass4lead.com/hpe6-a41.html
https://www.pass4lead.com/hpe6-a41.html
https://www.pass4lead.com/hpe6-a41.html
https://www.pass4lead.com/hpe6-a41.html
https://www.pass4lead.com/hpe6-a41.html
https://www.pass4lead.com/hpe6-a41.html


https://www.pass4lead.com/hpe6-a41.html
2023 Latest pass4lead HPE6-A41 PDF and VCE dumps Download

To Read the Whole Q&As, please purchase the Complete Version from Our website.

Try our product !

100% Guaranteed Success
100% Money Back Guarantee
365 Days Free Update
Instant Download After Purchase
24x7 Customer Support
Average 99.9% Success Rate
More than 800,000 Satisfied Customers Worldwide
Multi-Platform capabilities - Windows, Mac, Android, iPhone, iPod, iPad, Kindle

We provide exam PDF and VCE of Cisco, Microsoft, IBM, CompTIA, Oracle and other IT Certifications.
You can view Vendor list of All Certification Exams offered:

https://www.pass4lead.com/allproducts

Need Help
Please provide as much detail as possible so we can best assist you.
To update a previously submitted ticket:

Any charges made through this site will appear as Global Simulators Limited.
All trademarks are the property of their respective owners.

Copyright © pass4lead, All Rights Reserved.

Powered by TCPDF (www.tcpdf.org)

HPE6-A41 Study Guide | HPE6-A41 Exam Questions | HPE6-A41 Braindumps                             10 / 10

https://secure.livechatinc.com/licence/8041871/v2/open_chat.cgi
http://www.tcpdf.org
https://www.pass4lead.com/hpe6-a41.html
https://www.pass4lead.com/hpe6-a41.html
https://www.pass4lead.com/hpe6-a41.html

